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Satisfaction guaranteed or your money back © 


N wer tools are playing an important part in. aiding 
America’s war effort ...in great airplane plants... in many industries... in 
big industrial schools. 

The photographs on this page show CRAFTSMAN tools being used in 
several industrial schools where workers in war industries receive advance 
training. The picture above shows one such installation of 30 CRAFTSMAN 
metal lathes, The director of this school recently wrote us that the lathes 
have been running 15 hours a dey and are giving excellent service under very 
Severe Operating conditions, 

All over America CRAFTSMAN power tools are giving this same fine 
service—under the steady, grueling grind made necessary by the biggest 
production job in the world’s history. This, we believe, is the best proof 
we can offer of CRAFTSMAN quality! 
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BENCH SAWS 


On the DUNLAP heavy duty sow 
shown directly above, the table tilts 
any angle from 0 fe 45 degrees on 
rugged double trunnions. 
shows angle. The miter gauge Is 
equipped with indexing stops at 
important angles for ease in setting. 


Gouge 


[995 


SPECIFICATIONS 

OUNLAP 7-INCH BENCH SAW OUNLAP 7-INCH HEAVY DUTY SAW 
*@7-inch combination blade cuts 0 to 244 inch ee eereniTe 

-ineh com ion blade ° nehes. * ESAT 
© 1454x10%-inch table tilts 0 to 45° “Molen | 11% In. 14% © Has heavy duty indexing miter gauge. 

x -inch ta! . ; ° * Over-all } mee — OTR © Improved casy-action streamlined guard. 
@ Working mechanism is entirely onclosed. Width pd Baindll| BB Bn © 16%cx12'%4-inch table tilts 0 to 45°. 
. -al . 

* Has eee bronze bearings. ror a 16% in, 21 in, @ Has cuto-lubricating bronze bearings. 
Y om d A eh ER mares t se ay ste fine a bench Blade { "pore ‘, oe ¢ y We sincerely believe this is the most popular 
saw in this price range! Its safe, fully en- ___{ Type | Combination | Combination bench saw in America! Be sure to notice the 
closed design—its big husky base—and its Depth of Cut | 24 in, 2% in. indexing miter gauge! We know of no other 
many other fine features put it right up in the Bronze | Bronze bench saw in the world selling under $25.00 

5.00 class! — oa eee rs aT 
$16.00 class! 3 =. we x that has this important feature! 
ane pag cai sara. filter the Extensions) 95). Easy-action guard moves beth back and up 
oll supp y to keep out sawdust an dirt. Ball sions (Not | gy Ot | tke in. as work is pushed in—has open slot in top so 
crank and gear mechanism, as in high priced supplied) operator can see cut. Massive gray iron base 
bench saws, raises and lowers the blade on Speed 4500 R.P.M}4500 R.P.M completely encloses mechanism. Auto-lubri- 
two heavy columns, Has positive lock on i Kertun| Kerte eating bronze bearings filter ofl supply. 
. eta : 7 otor a or 4 4 ory J 
raising and lowering device. Table tilts on Recommended | H-P., 1750 / H.P., 1750 Depth of cut adjusted by ball crank and 
double pivots; any angle from 0 degrees to 45 ana Paes want BR gear mechanism which raises and lowers 

r, . + . » . a ine Pul- . 
degrees. Sete depth of cut and angle ley Supplied| 2 In- 2 in, table. Gauges show depth of cut and angle 
res sof re - ¢ z 

pie ‘ k nadrpegahtte ep Paes ee Motor Pulley oF eh of tilt, Large table makes it easy to handle 
i ‘ ~~ aes dnsert..  Seif-a — Aid NotSupplied) =a good sized pieces of work. Table hes ground 
ence locks solidly in position. _ Complete Mounting 4% x 6% x finish, Removable insert for dadoing. Rip 
with safety guard, splitter, and miter gauge. | Dimensions | 934 in, 19% In. fence has rigid locking device, Shipping 


Shipping weight, 32 pounds. 
99 PT 02169—Less motor, 


Extension Table 
Shown at left. For 99 PT 02170 
saw above at right. Provides a larger 
working space. Makes it easy to 
handle large work. Set includes 2 
steel side extensions, each 544 inches 
by 16}(¢ inches, with all necessary 
support bars and fittings for attach- 
ing to machine, Will accommo- 
date rip fence. Fits easily to saw. 
Total working area with extensions 
and base table, 2344 inches wide by 
163{< inches long. Shipping weight, 


7 ibs. 8 ox, 
DPT BEE. sccccccceroccct Ae 


weight, 50 pounds. 
99 PT 02170—Less motor............. $19.95 


Dust Collecting Outfit 


Shown at left. This convenient 
accessory will help keep your work- 
shop clean and neat. With this out- 
fit attached to your saw, sawdust 
that would otherwise go flying 
about the room collects in dust bag, 
attached to end of chute. Set con 
sists of dust guard (A) and sawdust 
chute (B) for attaching to base of 
the 99 PT 02170 bench saw listed 
and illustrated above. Rugged 
long-life quality in evety detail 
Shipping weight, 5 pounds, 

9 PT 2246.........s¢0e0ee) $1.59 
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CRAFTSMAN 
8-INCH BENCH SAW 


Equipped with CRAFTSMAN high 
speed precision ball bearings. The 
balls in the beerings go through a 
series of grinding and finishing 
operations which finish them fo an 
accuracy of one quarter of one ten 
thousandth of an inch! Both inner 
and outer racowsys are honod— 
on exclusive process which in- 
sures @ very high degree of pre- 
cision and accuraty. 


For Sears 
Easy Terms 
See Inside 
Front Cover 


The avtometic-leveling, 
double-pivel guard moves 
back and up os the work 
eppreaches the blode! Wt 
eperctes much more 
smoothly then an ordinary 
gverd. 1 can be tilted back 
out of the way without re- 
moving from machine. 
Note the fully’ enclosed 
spring loaded kick-bocks 
which cre included as 
vandard equipment, 
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FAMOUS CRAFTSMAN QUALITY IN EVERY DETAIL OF CONSTRUCTION! 


f 
Over-all Height 
Over-all Width 
Over-all Length 


{ Diam. 
Biade ~ Bore 
( Type 


Depth of Cut 


iy 


SPECIFICATIONS 


\ 


Distance in Front 
of Blade. ........ 
(With Extensions) 


8 in, 
13% In. 


2; Craftsman 

Bearings ball bearing 
Tabie Size 15'4x18% In. | 
Table Size, With 

Extensions (Ex- : 

tensions mot in- 26% x 

cluded) 24% in. 
Speed Recom- 

Pmended 4500 R.P.M. i| 
Motor Recom- % or M-H.P., | 

manded 3450 R.P.M. 
Machine Pulley 

(Supplied) __ Se 
Motor Pulley 

(Not Supplied) 2% in. 
Mounting Dimen- 

tions (Center to 

center of holes 8% x 

im base) 13% in. 


2 . . SEARS, ROEBUCK AND CO. 


@ &-inch combination rip and crosseut blade. 0 te 214-inch depth of cut. 
@ CRAFTSMAN boll bearings packed in grease, and sealed egains! grit. 
@ Table tilts ony angle up to 45 degrees on oversize double trunnions. 


® Blade raised and lowered by efficient feed wheel and screw mechanism. 


This CRAFTSMAN saw meets the great de- 
mand of professional and amateur craftsmen 
for a truly fine bench saw at a moderate price. 
Heavy duty! Famous CRAFTSMAN quality 
in every detail of construction! Compare it 
with saws selling for $40.00 elsewhere! 

New design gray iron fence locks rigidly. 
Quick acting—easy adjusting. Heavy, rib- 
braced, smoothly ground, gray iron table 1544x 
18)4 inches. Has removable insert for dadoing. 
This large table makes it easy to handle good 
sized work. Table tilting mechanism is eon- 


grooved on either side of saw for making left 
or right hand miter cuts. 

Miter gauge has indexing device with stops for 
important angular positions; also has stop rods 
for repetitive cut-offs. Automatic leveling 
double-pivot guard costs us much more than 
an ordinary guard—far more efficient. All con- 
trols are conveniently grouped together and 
are equipped with accurate gauges—indicating 
depth of cut, depth of dado cut, angle of tilt 
of table, and angle of miter gauge. Complete 
with miter gauge, fence, splitter, double pivot 


trolled by hand wheel and self-locking serew— guard. Shpg. wt., 95 lbs. 


can be manually locked if desired. Table is 99 PTM 2199—Less motor............. $34.95 
Handy Extension Tables 
For bench saw 99PTM2199 above. Permit you 


to handle larger work. Fit perfectly—provide a 
solid working surface. Set includes 2 front ex- 
tensions of gray iron, ground and polished; 2 
steel side extensions; 1 rear support bar, bolts 
and fittings. Givesa total working surface of 26! 6x 
243% inches. 


99 PT 02232—Shpg. wt., 31 Ibs. . --$10.95 


A SAW FOR EVERY JOB 
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CRAFTSMAN and OUNLAP WORKSHOP SAWS 


CRAFTSMAN. Tough alloy steel . . . famous for toughness and long 
edge holding qualities! Stays sharp, holds set much longer. Hardened 
and tempered in modern electrically controlled furnaces. Hand ham- 
mered by master sawmakers for proper tension to run true and cut 
straight. Strong teeth, easy to reset and file because of uniform temp- 
er. Hand set and filed, ready to use. 


Dlam,. | Contes Rew. Per 
In Gauge | Hobe, le Vorste 


| Shpe. Wi CRAFTSMAN 
Lbs, | Oz. | $ PE 4925—Cresscet| 9 PT 4926—Rie 
3 $2.35 $2.36 
is 2-59 2.59 
3.19 19 
12 3-89 3.89 
int 4.75 4.75 


DUNLAP. Tough high carbon steel tgmpered and hardened to stay 


sharp and hold the set. Hand hammered 


Tand set and filed. Polished 


Dum, Center Rev, Por 

tn. one Hole, In, Minute 
6 16 or h% $000 | 

7 17 Fed ar* 4750 

8 17 2 or by 4500 

10 16 | Mor% | 3600 


| 


Shee. Wt ___ DUNLAP 
Lbs. y Oc. | 9 FT 49ti—Crosscut (9 PT 4913-—Hip 
ta $1.35 | $7.35 
13 1.59 1.59 
+ | 1.79 | 3-29 
1 | 12 2.29 2.29 


CENTER HOLES: Always state holesize and diameter. All Sears sawe 
stocked with center hole slzes as shown 
with precision bushing and shipped from stock at po extra charge, Add 
SOc extra for saws with holes larger than listed 
shipped from factory in central Ohio, from where you pay transportation. 


Allow 2 weeks 


Above view shows dedo 
saw when assembled, 
Makes your bench saw 
MUCH more useful! You'll 
be able te de dedoing, 
greeving, etc. 


Above view shows how man- 
drels of right appear mounted 
under table er bench. Make 
your own toble—it's easy! 


OUNLAP 4-in. Dadoes 


9 PT 4887 — 2 
M42is. sawn, six Ye-in. chip- 


rs, %-in, hole 
Ene wt. 1603 $2.89 
ger 4883 = Oi side 
o saw only. Ship- 
ping weight, ¢ ounces 89c¢ 
9 PT 4830 


per only. Shipping 
weight, 3 ounces... . 39¢ 


Saws with amaller holes fitted 


“tailor-tnade” and 


Por grooving, rabbeting 9 PT 4868—Two 
and teponing with the Saws! six VWe-ln. 
gral or across the grain 

Hardened steel 4 


outside URES 


wt, 1 1b. 3 os 


Inside chip- 
9 PT 4881 


oUNLIe Bronze Bearing 
Saw Mandrels 


True running. Equipped with Zunch dou- 
ble V-putley for Gat belt, single or multiple 
V-belt drive. Polished and ground steel 
-shatt. Machined ateel collars, Set collar 
takes up end play. O8f plugs. Overall 
length, 14 igches. Make your own saw 
table and save 


9 PT 4946—State size wanted. 
Size OO, %-in. shaft, W-in. at $2 25 


ends. Shog. wt... 7 ibs 
Size 0. %M-in. ehaft. %-in. at ends 
Shpe. wt... & Ibe 


$2.45 


OF ES | = 
DUNLAP S44-in. Dado Saws 


thick chippers 
qeneee hole. se anne on rast 1, Zand 
Shipping weight, 1 poun 4 25 


9 PT 4889.—~As above, but “-in. center 
hole. For saws on Page 3. Shog $4 25 


Specify 46 or 5a-in. hole on items 


39 PT 4884—Outside saw only 
hole (see above) 


55 
j CRAFTSMAN 


_hf/mm/ * PA si” 


$55 te 
‘ seas : FULTON 


: Note how blade ta- 
Sim \ pers from (1) to (2) 
then thickens grad- 
wally from (2) to (3), 


FLAT GROUND FANCY TOOTH COMBINATION SAWS 


Handiest of all circular saws. For ripping, cross-cutting, mitering in hard or soft wood. 
CRAFISMAN. Tough alloy steel .. . finest steel known for circular saws. Stays sharp and holds 
set longer. a ga heat treated and hardened. Hand hammered for proper tension to run 
a 


true—cut straight. Hand set and filed for fast, clean cuts 
DUNLAP, Second only to CRAFTSMAN eawsa! 
tempered for long life. 
FULTON. Low priced saw for general use. Set and filed 


No binding 


Tough high carbon tool steel, hardened and 
dand hammered. Teeth set and filed. 


State hole size and diameter. Por special hole sizes see left below 


we us of a Sane 


GattsMan 6-in. Dado Saws 


Two %-tneh thick outside saws, one 
\‘é4nch chipper, two “-tpch chip- 
pera, one Vg-ineh chipper Ship- 
ping weight, 3 Ibs, § oz 


9 PT 4874—%4-in. hole $10.45 
8 PT 4875—%-in. hole....$10.45 
Specify whether 4% or Yh-ineh 


hole on items below. hipping 
tow, weight, cach, § ounces 


uf Sqeclty 9 PT 4876—Outelde saw, $3.50 
Shoe. wt. Dor. $1.3! 9 PT 4877—‘jen. chipper 98¢ 


tie-in. thick outeide 
W-ineh 


Inside chipper only. Specify 9 PT 48738—\4-in. chipper..$1.49 
hole (see above), Shpg.wt..3 az 49c gP 


T 4879 —'«-tn, chipper 1.69 


Wood Turning Lathe 
Instruction Book 


32-page guide book that ex- 
Plaine new wood turning 
methods Over 100 actaal 
photographs and step-by-step 


Drill Press 


Instruction Book 


Valuable 32-page book for home 
and shop worker. Over 100 drill 
press operations described and 
Wastrated. With this manual 


Center | Rev. per Shee. CRAFTSMAN DUNLAP FULTON 
Hote, tn. Minute Wt. 9 PT 4937 SPT 4sts ory en 
6 or % 5000 8 oz. $2.35 $1.55 $1.19 
7 2 or % 4750 15 of 2.59 148 1.45 
3 4 ot % 4500) 1 ib. 3.19 1. 8 1.69 
an JOR) Lib. 12 of. 3.89 5 
1 | 3000 2 ibs, 0 of 4.75 K 


CUKLAP Cut-Off Wheel 


Ao S-inch metal cut-off wheel, 

ideal for cutting metal. glass, tile. 
etc. He Inch thick. Rubber bonded 
for safety at high epeeds, State 6 or 
% Inch bore. 1.19 
9 PT 6470—Shpg. wt., 2 ibs. $1. 


Sanding Wheel and Discs 
® B-in. ay sonerne disc. State 
r sine ore. 
9 PE 2272 Shp. we 4 Ibs. $1.95 
Six G-in. sanding dises for above 


wheel. Coarse, medium, fine. 
9 PT 2273—Shpe wi. 10 02... 45¢ 


Bench Saw and Jointer 
instruction Book 


32-page book that contains 
complete and treelul informe 
thon which will enable you to 
eet the most out of your b 


diagtames make it possible for as a guide you can do much bet saw and jointer. A prac 

¢ to get excellent ter drill press work, and put reference book chock full 

a ans bow to do your drill press to many more photographs, diagrams and 
metal turning with proper at- uses. Describes and illustrates tables explaining over 100 bench 


tachmesta. Tells how to grind 
wood turning chisrls, tool bi 


etc. Shpg. wt., 2 o¢ work. Shpg. wt., 2 ox 


9 PT 2920 I9¢ og pr2g21 


tase of accessories and suggests 
many home made aids to better 


saw and jointer operations. Tell 
you what to do step by step 
Shpr. wt... 4 oz 


1I9¢ go prases 19¢ 
POWER, TOOL..5 


This page was not scanned. 


This page was not scanned. 


3-WHEEL 
BAND SAW 


Over-all Height 
Over-all Depth =< 10 in. 
Over-all Width — 2234 In. 
Width of Glade a in. 

Length of Blade __ 58 in. 
Thickness of Blade 


9'4-in. 
Depth of Cut throat; t-in, 


Size of Wheels 6'\%4-in. diam. 
Table Size 10x10 in. 


Table Size, With 
__Wood Extension 10x17 in, 


Motor Recommended 


s-H.P., 
1750 R.P.M, 


Machine Pulley : 
Supplied 


Notice how the 3-whee! construction gives 
this sew @ full 12-inch throat on 1-inch 
meoterial—permitting if te cul fo the center 
of o 24-inch circle! And don't forget—this 
amazing tool actuclly costs less than 
one-half the usual price of @ standard band 
saw with a 12-inch copacity! 


Available only while 
present stocks last 


YEARS AHEAD! NO OTHER BAND SAW LIKE IT! 


® Entire mechanism enclosed. One of the safest band saws ever built. 


® 3-wheel design provides 12-inch throat capacity at moderate cost. 
$ | 5 ® Special high chrome manganese alloy steel blades last MUCH longer. 


® Avto-lubricating bronze bearings in wheols and guides for long life. 


Exclusive with Sears! There's no other band sow 
like it ot any pricel We believe this sensational 
DUNLAP 3-Wheel Band Saw to be one of 
the most revolutionary developments EVER 


No wonder it has gained such tremendous 
popularity all over America! You get o saw 
that will cut to the center of a 24-inch circle at 
less than one-half the usual price of a standord 


small illustration at the top of this page, and 
see how the 3-wheel design results in this 


The DUNLAP follows the latest trend of 
automotive design, with its rugged gray iron 
frame enclosed in a streamlined casing of 
steel. The entire working mechanism is enclosed, 


bearing wheels are completely enclosed. If the 
blade should ever break, it’s inside the casing 
where it can’t fly out and do any harm! 


Speed weoo it. pee 12-inch bond saw! Only Sears 3-wheel con- Notice that this saw has a full 4-ineh 
minute struction makes this possible. Refer to the depth of cut under the guide. This depth 


of cut can be used for a throat depth of 914 
inches; a l-inch depth of cut is available at 


ray Rone made in band saw design! making this one of the safes! band saws evor 
Bearings Bronze placed on the market. The rubber tired bronze . 


E ieee: extra capacity the full 12-inch throat. Large 10x10-inch L 
Motor Pulley r so “be: i any ¢ 5 ‘ 
{ot Supplied) Esivasa oats In order to perfect this type of saw, we've Sable ‘tilte:to #ny angle rome 0 = = es pes 
Mounting Dimensions | 16%4x4% in. 6 apm shits haat bel} te The wood extension, which is included, in- 
developed an amazing new special high creases the working surface to 10x17 inches. 
chrome manganese steel alloy blade which <7 y 
=a = will Inst MANY times longer than an ordi- Saw blade guides both above and below 
nary blade. It took months of experiment- the table, cach with two auto-lubricating 
ing with different alloy steels to make this bronze guides and one thrust wheel, support 
blade possible. Dozens of blades of various ~ guide sor ee in oe cutting hain 
steels, tooth forms, thicknesses, ete., were ME SPREE WHEE 1S.” CAFTOC ey te oie 
tested to find a blade which would be ideal POSEN BO designed that the w heel are 
3-Wheel Band Saw Blades fie Shite snaehi Td the best of our know! raised for adjustment of blade tension, and 
Blades for the above saw. High chrome-enangaoese alloy. or this machine. Lo the best of our knowl may be tilted to make blade track correctly 
go inches long Widthe: 360. Ma. or %H-ineh. State width, cdge, there is no other band saw in the 4) “ ; ! \ sLiy. 
Shipping weight, each, 6 ounces. , . a 7 
OPT 2596—Wach.. acs... -s cscescses ...95¢ world that has a blade like it! 99 PTM 2334—Shpg. wt., 47 lbs..... $19.95 
6 .. SEARS, ROEBUCK AND Co, 
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(CRAFTSMAN 


HEAVY DUTY BAND SAW 


F 4 
ee rt 


GaftsMan Band Saw Blades 


Finest quality saw steel, 


® Extra safe, fully enclosed design. 
5 © 2 precision ball bearings in dust- 
tight housings in each wheel. 


© Will cut wood up to 64% in. thick. 


The CRAFTSMAN 12-inch band saw has features and 
operating advantages you'll find in no other band saw 
made—regardless of price! It's by far the finest 12-inch 
band saw we've ever sold! 


Rugged, heavy duty construction in every detail. 
Notice the enclosed design! It gives the saw a beautiful, 
sleek and streamlined appearance—but far more impor- 
tant, it makes it one of the safest band saws ever built! 
All operating parts except the actual cutting edge of blade are 
completely covered by a sturdy steel casing. If the blade should 
ever break, it’s inside the casing where it can’t fly out 
and do any harm. 


This band saw is designed to follow the same basic 
construction as your automobile. A heavy steel column 
and husky gray iron castings form an extra strong frame, 
which is completely enclosed by a steel casing. All parts 
of frame assembly are locked in perfect alignment to 
assure smooth, accurate, vibrationless performance at all 
times. 


The ‘gray iron wheels 
used in this CRAFTS- 
MAN band saw have 
much greaterweightthan 
conventional steel or die 
east wheels found in oth- 
er saws. This extra 
weight gives them a fly- 
wheel effect for excep- 
tionally smooth opera- 
tion even on deep cuts. 


There's plenty of cutting capacity built into this machine 
—cuts over 6 inches thick and cuts to center of a 24-inch 
circle. Large 12)6x14-inch reinforced gray iron table tilts 
any angle up to 45°. Angle of tilt shown on accurate scale. 
Saw guides, both above and below table, have oil-im- 
pregnated adjustable bronze blocks and ball bearing 
thrust wheels. Upper wheel may be raised and tilted on 
sturdy mounting to adjust blade tracking and tension. 


99 PTM 2337—Shpg. wt., 104lbs............... $37.95 
SPECIFICATIONS 
Over-all Height a 35_in. 
Over-all Width - 23% in. 
Over-all Deoth 14 In. 
Width of Blade % t 
(Standard Equipment) BL Wane 
Length of Blade S0 in, 
Depth of Cut 6% in, 
PRP | 4; precision ball; 
Searings (2 in cach wheel) 
Size of Wheels 12Y4 in, 
Table Size | 124x114 in, 
Table Size (With ° 
wood cxtensiond 16x38%s It. 


R.P.M, 700 R.P.M, 
Speed | Fi. perminute| 1870 F.P.M. 


Shp. wt., each, 7 oz. State width. 1 54-HLP. or %4-H.P., 


For above band saw 99 PTM 2337. 80 in. long. Motor Recommended |" a y56 RLP.M 


Hard edge for cutting steel, etc. 
Available only on Priority orders. See Page32. 
For our old model 99 PTM 2304 Band Saw. 


Rip Fence for Above Band Saw 


Here's a very handy band saw accessory for use 
When making straight cuts on thin pieces 
sulte can be obtained by using with “-inch blade 
which has little tendency to be deflected by heavy 


9 PT 2657—for wood cutting. \e. dic. 4, Me, or ein. width.. .95e Motor Pull 

9 PT 2668—Por cutting brass, etc behead 
9 PT 2669F—Special Lon 
We braze blades for 40c eac 
blade brazed. Shipped fram factory at Chicagn, 


Width, inches 


hh Band Saw Blades. Not brazed 

State whether or not you want 
grain in wood. Compicte with all the necessary fit- 
Locks both fromt and rear for better align- 
Shipping weight, 5 pounds 


9 PT 2343.... 


sire nav ee'e fee 


950 | 
Vs-in: “width. Machine Pulley sin. 
$1.19 Supplied 
78 in. long 
ay (Not Supplied) 2-in. 
Mounting Dimensions 5%%x13*He In. 


[I% [1% 
Boz, | Saz 
20c | 24e 


POWER TOOL..7 


OUNLAP BELT-DISC SANDER 


$]995 


@ Disc sander table tilts any angle up to 45°. 


e@4-inch belt sander 
mounts horizontally, 


angle desired. 


@ Large auto-lubricating bronze bearings. 


No shop is complete without a sander. It 
takes the hard work out of sanding—usu- 
ally one of the most tedious jobs in wood- 
working. Practical operators say they start 
the sander twice as often as any other lool! 

Compare with sanders costing 25% 
more elsewhere! Rugged, long-life con- 
struction throughout. 8-in. sanding disc 
and table may be used either on right or 
left. of belt sander. Dise sander and table 
easily removed to clear large work on belt. 
One belt roller is rubber covered—may 
be used like a drum sander. Quick-acting 
adjustments make it casy to keep belt 
running true between drums. With miter 
gauge, stop guard, 8-in. abrasive disc and 
ix36-in. cloth sanding belt, 


99 PTM 2213—-Shpz. wt., 42 lbs..... $19.95 Q 
Abrasive Belts 
For 99 PTM 2213 DUNLAP Belt and 


wood 


metal 


vertically, or of any 


Dise Sender 


above. 4x36 inches. Fine, 
medium of coarse. State grit wanted. 
Shipping weight, 4 owaces. 


9 PT 2218—Garnet abrasive for 39¢ 


9 PT 2215—Aluminum oxide ab- 

rasive for wee on metal or wood. Ea 39¢ 
Par 99PTM2235 CRAFTSMAN Belt and 
Dise Sander above, 6x48 inches. Fine, 
medium or coarse, State grit wanted. 
Aluminum oxide. 
Shipping weight, 8 ounces 


9 PT 2167—LEach......-s.cseseee 85c¢ 


SPECIFICATIONS 


39 PYM 2213 | 99 PTM 2235 


Over-all Height 10% in. SSS 
Over-all Width T1'4 In. _ 20 in. 
Over-all Length| 23 In. 2844 in. 
Diam. of Disc Sin. | 94m. 

Size of Belt 4x36 in. 6x46 in. 
Method of Use belt Quick change; 


View of Belt in Vertical Position 


Belt Change adj. knobs lover control 
Bearings 4; bronze 4; brome 
Size, Dise 5% x GM x 

_ Sander Table 8% in. 12 in. 
Size, Belt ax 6% x 

Sander Table 1% in, 1755 in. 
Drum Diameter 3 in. Sin, 
Speed 1400 R.P.M, | 1400 R.P.M. 

%4-H.P. or %-H.P. or 

Motor Required a-H.P., %4-H.P., 


Machine Pulley 
Supptied 24 in, 2% in. 


1750 R.P.M. | 1750 R.P.M. 


Motor Pulley 
Recommended 2 ine 2 in. 


Mounting GMa x 7x 
Dimensions 10% in, 15% in. 


for use on wood or 


On either of the two belt and 
dis¢ sanders on this page, the 
sanding table may be 
mounted at the end of the 
machine for use as @ vertical 
sander, This mokes these 
machines much more versa- 
tile. 


For Easy Terms 
See Inside 
Front Covor 


CRAFTSMAN BELT-DISC SANDER 


$350 


@ Quick change device allows rapid change from 
one grit belt to another. 


e@large capacity! 6-inch 
belt mounts horizontal- 
ly, vertically, or ot any 
desired angle: 


Heavy duty! Has all the features and operat- 
ing advantages of our DUNLAP sander! But 
even more, it’s bigger, heavier—with many 
more features and refinements! 6-inch wide 
belt and 9-inch dise provide extra capacity! 
Quick-change device releases tension on sand- 
ing belt by simply pulling alever. Belt sander 
table is full 614x175 inches. Both sanding belt 
rollers are rubber-covered—may be used like 
adrum sander. Sanding dise and table can be 
removed to clear long work on the belt. 
Sanding dise table tilts to any angle up to 
45°. Auto lubricating bronze bearings filter the 
oil; keep out dust and dirt. Quick-acting belt 
adjustments. Complete with miter gauge, ad- 
justable stop guard, 9-inch abrasive disc and 
6x48-inch cloth sanding belt. 


99 PTM 2235—Shpg. wt., 63 Ibs........ $31.50 


Abrasive Discs 


Package of 6 assorted S-inch discs (fine, me- 
dium, and coarse) for 99 PTM 2213 DUNLAP 
Belt and Disc Sander. Shipping weight, & oz. 
8 PT 2216—Garoet abrasive for wood. 
Package of 6 39¢ 
9 PT 2217—Aluminum oxide abrasive 

for use on metal or wood, Pkz.of @..... 39¢ 
Package of 6 assorted medium and coarse 
aluminum oxide 9-inch ding discs for use 
on 99PTM2235 CRAFTSMAN Belt and Disc 
Sander listed above. For use on wood or 
metal. Shipping weight, § ounces. 


9 PT 2155—Package of 6............49€ 


DUNLAP 


OUR OWN THLOC Ate 


MAGNETIC JIG SAW 


SELF CONTAINED ... NO MOTOR TO BUY 

® Blade makes 7200 strokes per minute. 

* Safe, high speed strokes for extra smooth cut... $ 95 
no sanding necessary. 

Just the saw for intricate sawing jobs—jobs 

where thin wood is used and for work that must be cut very clean. 

No motor to buy—just plug it in—that’s all. The high speed, 

short stroke vibrating action of this DUNLAP jig saw—coupled 

with its freedom from belts—makes this tool unusuelly safe even 

for young craftsmen, 

Will handle any stock up to 34-inch but is particularly recom- 
mended for light work. Will cut a right angle or a circle as small 
as 44-inch in diameter . . . leaving absolutely smooth edges that 
need no sanding. Stroke length can be regulated from \%& to 
\-inch. Table size, 8x8 inches. Throat, 11 inches deep. For 
110-120-volt A.C, 60-cyele current. With cord and Plug, 

99 PT 02299—Shipping weight, 17 pounds. ............... $8.95 


9 PT 2690—Pkg. of 6 saw blades for above. Shpg. wt., 1 oz,. 19¢ 


“JUNIOR” Bench Saw 


$4.65 


pivots 4-inch binde adjusts to any depth 
of cut up to Linch. With rip fence and 
miter gauge; guard and splitter, Orer-all 
dimensions: height, 644 inches; width, inch circle 
10 inches; depth, 1034 inches. 


Has thefeaturesof many 
larger machines. 7x9- 


Here's a real workmanlike 
lathe with the features of 


“JUNIOR” Wood Turning Lathe ay gtound iron table tilts 
many larger, higher priced 


45 degrees on double 
wood lathes. It will give you 


service and pleasure worth many times our 
price. It's big-—note these overall dimen- 
sions: height, G44 in.; width, %@ in.; 
length, 225% in. Handles work up to 5-in. 
diameter, 12 in. long. Ideal for turning 
out popular novelties such os mallets 
gavels, md bases, ash trays, spindles, tie 
racks, and hundreds of other useful articles 
for your home, for gifts. etc. 2 speeds. Has 
enclosed headstock, spur and cup centers, 
and adjustable tool rest. Machined ways 
A good tool to start vour workshop. Ship- 
ping weight, 12 pounds 


9PT 2911 


weight. 9 pounds 6 ounces 
OPT 2010 


-$3.75 


10¢ 


3 PT 2727 


DUNLAP II-INCH JIG SAW 


oh Owe TRADE mane 


CUTS TO CENTER OF 22-INCH CIRCLE 
® Balanced modified Scotch yoke action runs in oil bath. 

® Built-in sowdust blower keeps the sawdust off the work. $ 95 
® Easily handles wood up fo 1 inch thick. 

See for yourself how much better this DUNLAP saw is 

than any other jig saw selling at anywhere near this price! Test it . . . 
operate it! That's the way to compare it! You'll fmd the DUNLAP 
stands way out in front of all others in this price range! It’s the smoothest 
operating small jig saw we've ever seen 


Sturdy reinforced frame is fully enclosed. Large ground gray iron table, 
9x9-inch, tilts to any angle up to 45°. Improved table tilting support carries 
table at two points, front and rear—makes table more rigid—sawing more 
accurate, Fully enclosed coil type spring eliminates blade whip for smooth- 
er operation! Adjustable blade guide and hold down. Balanced mechanism 
is fully enclosed and runs in both of oil. lor detailed specifications see table 
on page 10. Use 5-inch jig saw blades with pin type ends or plain ends 
(see page 10). Shipping weight, 23 pounds. 

99 PT 02265..........0000- Bsieeocanteblekecavabeonenws SOCEM 


“JUNIOR” Jig Saw 
It's a “JUNIOR” only 
: i ¢ 45 
handle diffieult cuts in light 
wood stocke—quickly and 
amooth, quiet operation and long life. 
Full 10-ineh throat. Cuts to center of 20- 


in site and price. Wi 
easily. Has an oil bath mechanism for 
Sturdy gray iron frame. 


Shipping Table, 8x8 in. Torsion-txpe enclosed 25 
spring head. Shpg. wt,, 10 lbe S$ 
-$4.65 9 PT 2913 $3.45 


“JUNIOR” Drill Press 


® Chuck capacity, 4% inch. 
Drilla to center of a 6-inch 
circle, 4x4-in. table and base 
are ground gray iron. Column 
in 44<1036 inches. Over-all di- 
mensions: height, 173g in,; 
width, 5 in.; depth, 1044 in. 
Shipping weight, 8 Ibs. 6 oz. 
OPT 2912...... +++ $4.25 
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Rubber Drive Belts for “Junior” Tools 


Round rubber belt, 4421644 in. outside diameter. 
Have a belt for each tool. 

9 OT 2727—Shipping weight, 2 oz. ..106¢ 
“V" belt built like our standard line, but light 
and flexible. 34x32 in. 

9 PT 2714—Shipping weight, 3 of... ...... 36¢ 


mA EN 


View Showing Table Tilted 


Heavily reinforced table Is fully edjust- 
able from 90 to 45 Note the 
dovble pivet support for greater firm- 
ness ond rigidity. Seale shows the 
engle of tilt, 


SPECIFICATIONS 


99 PT 02265) 99 PT 02267 
Page 9 at Right 


Over-all Height 14 in. 18 in. 
Over-all Width 9 In. 12 in. 
Over-all Length 18 in. 29% In. 


Depth of Cut 
(Maximum) 


Depth of Throat 


1 in. 1% in. 


11 in. 18 in. 
Sx9in. | 12 x 12 in. 


600 to 800 | 800 to 1000 
A.P.M. R.P.M, 


%4-H.P., | %-H.P., 
Recommended | 4750 R.P.Mj 1750 R.P.M. 


Machine Pulley 
Supplied 


Motor Pulley | 
Recommended) 1% In. 


Mounting 
Dimensions 


4 in. 4 in. 


1% or 2 in. 


Es 
414x154 Inj 4%yx24% in, 


Heat treated, tempered and hardened for long life and fast, easy cutting. 6 and 814-in. ptain 
end blades may be snapped off to Mt any machine taking shorter plain end blades. Saber 


DUNLAP 
I8-INCH JIG SAW 


LARGER CAPACITY. .. CUTS TO CENTER OF 36-IN. CIRCLE 


® Handles work up to 144 Inches thick. Built-in sowdust blower. 

® Extra large reinforced 12x12-inch table. Removable upper arm. 

® Perfectly balanced modified Scotch yoke action for smoother cutting. 
® Built to stand up under professional use. 


Has the features, the capacity, the versatil- 
ity, the construction of other jig saws cost- 
ing much more than we ask. Built strong 
enough for professional work —that’s why it 
handles the usual run of homecraft jobs so 
easily. With the proper blades any type of 
light sheet metal can be cut. 

Universal chucks. Designed to handle all 
types of jig saw blades. By turning the 
chucks at right angles, long pieces may be 
sawed without removing the upper arm. 

Balanced crankshoft. The driving action 
has bronze main bearing and operates in bath 
of oil. Fully sealed against dirt, ete. Self- 
lubricated upper drive rod bearings. No oil 
can get on your work. Fully enclosed coil 
type spring provides smooth blade return. 


Extra weight. Sturdy frame is designed 
for maximum rigidity. Base extends entire 
length of machine to give more solid support. 

Expensive modified Scotch yoke ection plus 
great weight means much smoother and 
more vibrationless performance. Extra 
large table, 12x12 in., can be locked at any 
angle. Complete with double adjustable 
guide on hold down foot and guide below 
table. Will take jig saw blades 4 to 9-in. 
with plain ends. 

99 PT 02267—Shipping wt., 65 lbs... . $19.95 


Jig Saw Light. For 09 PT 02267 or 
99 PTM 2284 jig saws. Complete with bulb, 
8-ft. cord and ss and switch. 


9 PT 2263—Shpg. wt., 12 0%............ $425 


LS eee hele! coke} peo 


CRAFTSMAN FRET SAW AND JIG SAW BLADES 


tooth blades may be usea tor heavy cutting as well as saber work. At these prices it pays 


to have a supply of all types on hand when you nesd them. 


Catsleg Thkkness,; Width,| Blades Type Lemgth,| Teeth | Use* Stoc. | Per Catalog Thickness,| Wicth,! Biases | Type |Leneih, | Teeth Use* Shpe. 
Wemder | inch | inch | in. Pag | Ene | inches [per tech) Fer wt Pag Ine inch | inPke | End | inches [per inch For | Wt. 
9 PT 2692 OOS =| .035 | 8 Plain 6 2 W.V.Pd 1 ox. 2le 3 7o} 110 6 Plain 6 6 | | Loz, | 
8 PT 2693 O10 | .045 8 Piatn 6 18 W.V.Pd | los. | 21e¢ 9 704 020 | .110 6 in 4 10 los. | 
9 PT 2694 O10 | .055 8 Pisin 6 16 W.V_Pa los 2le 9 705 020 . 110 6 5 15 1 of. 
9 PT 2695 o10 a70 8 Plain 6 14 W.M. 1 of. 2le 9 706 20 110 6 Plain | 8% 10 1 og, 
9 PT 2703 020 | 070 é Pisin 6 32 M. I on, Zle 9 707 | .020 -110 6 Fiain | 8 ib | 1 of 
9 PT 2702 O14 O78 6 Plain 6 16 W.M. 1 of 2le 9 866 | 028 Ve 3 Saber 6 7 1 on. 
9 PT $498 O20 110 6 Pisio 6 | ®@ G.W.M.| 1 oz 2le 3 867 028 % | 3 Saber 6 » 1 an. 
9 PT 271 020 110 6 Plain | 6 | W.P. los. | 21e 862 | 028 Me | 3 Saber 6 10 1 of. 
9 PT 2700 020 0! #66 Plain! 6 10 G.W.M. | 1 oz. 196 3 712 010 O40 6 | 2% is | 1 on. 
*“W-Woed. M-Metal, f-Catalim or other Plastics, V-Veneer. Pd-Plywood, 6-Genetal Purpose 
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PRODUCTION TYPE . . . CUTS TO CENTER OF 48-IN. CIRCLE 


95 


© Ball crank and screw mechanism adjusts spring tension of blade. 
® Extra lorge 14x14-inch fable, mounted on two trunnions, front and rear, 


(CRAFTSMAN 


24-INCH JIG SAW 


® 4-Speed drive — speeds from 600 to 1500 R.P.M. for oll types of work. 
® Poworful sawdust blower Is built into head. Keeps the work clean. 


tate 

SPECIFICATIONS 
Over-all Height | 22 in. 
Over-all Width | 14% in. 
Over-all Length 37 in. 
Depth of Cut 2 in. 
(Maximum) < 
Depth of Throat 24 in, 
Gearings Bronze 
Table Size | 44 x4 ine 


Table Size, With] 
Extension: (Es- 
tensions not sepetied.) 


18 x 25% in. 


4; 600, 900, 1200 


Speeds and 1500 R.P.M. 
| 

Motor | “H.P. 

Recommended 1750 R.P.M. 

Machine Pulley 4-step cone 
Supplied 23 (Special) 

Motor Pulley 4-step cone 
Supplied (Special 

Mounting p : 
Dimensions 30% x 7% In. 


Into this tool we've built every worthwhile im- 
provement known to the power tool industry. This 
cory duty CRAFTSMAN jig saw has features you'll 
find in no other jig saw made—regardless of price! 
It’s a marvel of smooth, accurate operation! Scienti- 
fically designed to meet the toughest shop production 
problems. 

Perfectly balanced modified Scotch yoke action. 
Mechanism is completely enclosed—runs in bath of 
oil. Oil pump forces oil to top of crankcase so bearings 
and operating parts are flooded with oil. Shaft and 
upper chuck spindle run in self-lubricating bronze 
bearings. Ball crank and screw mechanism adjusts 
spring tension on blade. Table tilts any angle to 45 
degrees. Upper arm is removable, or may be pivoted. 
Chuck jaws and roller type blade guide can be shifted 
to 90° to handle long work. Hold-down guide can be 
mounted under table for saber sawing. Universal 
chuck takes all types of blades. Built-in sawdust 
blower. 4 speeds (600 to 1500 R.P.M.) for all types 
of work. Pivoted moter mounting permits quick 
change of belts from one speed to another. With 4- 
step drive pulley, 4-step motor pulley and V belt. 
Shipping weight, 105 pounds. 

99 PTM 2284— Less motor.. jb ataiare $34.95 


Gaarrsman Table Extension Set 


Designed to increase table size of 99PTM2284 
jig saw to 18x2544 inches. Rip fence is handy for 
making straight cuts. Use wide jig saw or eaber 
saw blades when using the fence for straight cuts. 
Set includes front extension, l4xt inches; two 
side extensions, each 18x534 inches; and long rip 
fence, bars and necessary fittings. Shipping 
weight, 14 pounds. 


DPT SEVER cc oceaiens «5 cae eeeate $8.50 


S = 
~ 8) (c) (5) (€) (Ff) 
Special Jig Saw Files 


Made from special steel, heat treated and hard- 
ened, Strong, sharp, deep cut teeth. Their use 
eliminates tedious hand filing. 44-inch square 
shanks, For use on either 99PT02267 (page 10) or 
99PTM2254 jig saws. Shpg. wt., ea., 1 oz, 


(A) 9 PT 2737—3 Square File....._. 49c 
(8) 9 PT 2738—Round FPile..... 490 
{C) 9 PT 2739—Crochet File.... seer4Be 
(0) 9 PT 2740—Pillar File Leone 12.490 
(E) 9 PT 2741—Square File... .......... 496 
(F) 9 PT 2742-—Half Round File......... 49 
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DUNLAP JOINTER-PLANER 


OUR Own Thate wane 


SPECIFICATIONS 


For 99 PTM 2287 below 
Over-all Height 8% in. | Outser Head 
7 “_ | ateria Steel 
Over-all Width | 97% in. ) Knives Three 
Over-all Length 24% In. Knife size _ 4x%4x% In. 
Width of Cut 4in, _| Speed 3600 R.P.M. 


Depth of Cut Hein. | Motor Required] “7 0" Ye-t.P. 
Rabbet Depth | Helm. | Machine Pulley | 
Bearings = 2; bronze Supplied 
Front Table i 10% . |Moter Pulley 
a ~A ES | Recommended, 
Rear Table 10% in. — 


2 in. 


4 in. 


= - | Mounting 7 
Length, Fence | 17% in. | Dimensions | 12'2*5% in. 


CRAFTSMAN 
THICKNESS PLANER 


DUNLAP BRONZE-BEARING JOINTER-PLANER CRAFTSMAN HAND FEED THICKNESS PLANER 


« © Three-blode 4-inch solid steel cutting head. ® Handles lumber up to 2x6 in. in the rough. 
$ i 995 ® Tables finish-ground after assembly on base to get greater $3495 * Precision boll bearings for yoars of sorvice. 
accuracy and alignment. © 2%-inch solid steel cutting head. 
* Large auto-lubricating bronze bearings for long life. ® Simple and efficient hand feed construction. 
" Far superior to lighter weight tools having similar width of eut. Tables Will plane lumber up to 6 in. wide and 2 in. thick—and as small 


operate on accurate ways. Each table is 1014 in. long; fully adjustable. 
Machine is 2444 in. long over-all. Screw feed control for depth of cut ad- 
justment. 4-in. steel eutter head handles 4-in. lumber. Three high car- into one casting for greater accuracy. Hand wheel adjusts depth 
bon steel knives locked in place with gib plates and set screws tapped of cut—shown by accurate seale. Safety type solid steel cutter 
through head itself. Guard is spring loaded to keep cutter head covered head with 3 steel knives. Chip breaker and pressure bar com- 
except when work is fed in. Fence adjustable for angle cuts. pletely guard the head. Automatic chip ejection. Motor require- 
99 PTM 2287—Shipping weight, 44 pounds. Not mailable..._..... $19.95 ments vary from }4 to 14-H.P., depending on depth and width of 

cut, etc. We recommend a 3-inch motor pulley on a 3450 R.P.M. 


Extra 4-inch Jointer Knives. For above jointer-planer. Fine quality tool motor to get proper speed of 4200 R.P.M. Over-all dimensions: 
steel, heat treated, hardened and accurately ground. 17 in. high; 1934 in. long; 1544 in. wide. 


9 PT 2291—Set of 3, Shipping weight, 7 ounces................2ce00s: $2.65 99 PTM 2370—Shipping weight, 85 pounds........., $34.95 


as 4 in. long and 44-in. thick. Will hold a cut to a few thousandths 
of aninch. Heavy ribbed gray iron table and frame. Ways milled 


CRAFTSMAN HEAVY DUTY THICKNESS PLANER 


® Hondles rough lumber up to 4x12 inches with the . 
$ speed and occuracy of a mill planer. 
® Power food construction for faster operation. 


@ Three-blade 344-inch solid steel! cutter head. 


Built for steady day-in-and-day-out service. Not a jointer—but a thick- 2 
ness planer that easily handles big production jobs in shops and mills! Will 
plane material up to 12 inches wide and 4 inches thick—and as small as 6 
inches long and Y%-inch thick. Rate of feed, 17 lineal feet per minute. 
Heavily ribbed table is fitted to main frame by machined ways. Frame 
is heavy, well ribbed one-piece casting. Graduated scale to determine the 
depth of cut. Adjustment for depth of cut made with convenient hand 
wheel. Seale shows depth of cut at all times. Gear box equipped with cut 
gears fully lubricated for a lifetime of service. Chip breaker and pressure bor 
completely guard head and feed rolls. Safety-type steel cutter head, 314 inches in 
diameter, isfitted with three high-speed knives. Feed rolls are machined from 
solid steel. Heavy duty ball bearings assure years of trouble-free operation. 
Motor requirements vary from 34 to 2-H.P., 1750 R.P.M., depending on 
depth and width of cut, kind of wood, etc. Recommended cutter head 
speed, 4000 R.P.M. Use 3-in. “V” pulley on 3450 R.P.M. motor or 614 to 
S-in. “VY” pulley on 1750 R.P.M. motor. Over-all dimensions: 23 in. high; 
20 in. long; 31 in. wide. Shipped from factory in southern Ohio. Avail- 
able on Priority only. See Page 32. 
99 PTM 2349F—With 3-inch machine pulley. Shpg. wt., 290 Ibs... .$185.00 
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All Items on This Page 
Available on Priority 
Only. See Page 32 


View at left shows how spindle 
end bearing assembly Is solidly 
mounted in the frame for 
smooth, vibrationless operation. 


speed shaper with the 

buill-in quality features 

* Boll bearings for smooth operation at the 
high speed of 8,000 R.P.M. Permanently 


OUNLAP SHAPER 
We believe this is the 
first low priced, high 5 5 
necessary to do first 
class work! 
® Adjustable 1544x101-inch table. 

sealed against sawdust and grit. 
® Rigid fixed spindle construction holds cut- 
ters In positive alignment. 


Theshaper that made power tool history! 
Upper end of spindle is turned down to 
46 inch to accommodate standard 14- 
inch bore cutters. Table has slot for 
miter gauge and tapped holes for the 
starting pin and hold-down studs. Fence 
ig a new improved type—extends up over 
the eutter for maximum safety. One side 
of fence is adjustable for jointing opera- 
tions by means of screw feed. Complete 
with guard and guide assembly, hold- 


down clips and fittings, ete. Shipping 
weight, 48 pounds. 
99 PTO2317.... . PR Lh 


SPECIFICATIONS 


__|_99P702317 | c9PTM2309_ 
g | 44 in.(Mtin.) | 16 in.(Min.) 
Overvall Height isu, in.(Max.)| 19 in-(Max.) 
Over-all Width 1645 in. 28 a we 
> 13% in., less | 
Over-all Depth motor 16 in. 
Cutter Height a : 
~ (Maxinwum) ra 1 in, ay 1 In. - 
| & in. Adap- 
Cutter Bore % in. Af mage 
= pe sash cutters. 
Bearings 2 ball 2; ball 
Table Size 15% x10% in.| 24x15 in. 


| 
*e-in. diam. | %4-in, diam. 
Threaded. | Modified No. 
For '‘4-in. | 2 Morse 
hore cutters taper 


Spindle 


Speed Recom- 


mended } 8,000 R.P.M.| $,000 R.P.m, 


Motor Recom- 44 -H.P., '4-H.P,, 

mended 3450 R.P.M. | 3450 R.P.M 
Machi 

Supping Vem. 1%4-In. 

: j 4-in. | 4in, ; 

Meter Pulley |cttot supplied} (Supplied) 
Mountin | EX , 

Dimensions } S%x6% in. | 10x8%% in. 


HIGH SPEED 
BALL BEARING 
WOOD SHAPERS 


J 
FIXED SPINDLE CONSTRUCTION ASSURES SMOOTH OPERATION AT HIGH SPEEDS 


production service, An 

® Extralarge heavy duty 21x15-inch table adjust- 
by means of gears and raising screw, Scale 
belt, 4-inch motor pulley, motor mounting, 


CRAFTSMAN SHAPER 
Our best wood shaper 
—no finer made. Built for $ 
ideal tool for shops and 
commercial applications. 
® Will operate at 12,000 R.P.M. without vibration on 
able in height. 
® Versotile tapered spindle will toke any adopters 
listed below. 
shows depth of cut. Table insert is removable 
for drum sanding. One side of fence may be 
moved in or out for jointing operations, 
hold downs, and 44-inch size adapter for 
tapered spindle. Shpg. wt., 105 lbs. 
99 PTM 2309... “ : $39.95 


high speed, heavy duty 

heavy duty sealed ball bearings. 
Table is moved on 2%-inch diameter column 
Guard covers motor pulley. With 32-inch 
Adapters tor above shapor esis Also fit CRAFTSMAN 


drill presses. Shpg. wt., ea., 7 of 

9 PT 2434—Adapter for $ig-in. borecutters...... $1.45 
9 PT 2435—Adapter for 4-inch bore cutters .98 
9 PT 2437—Adapter for sanh cutter below 1.45 
Sash cutter, Use with 9P T2457 adapter above 

9 PT 2438—Shipping weight, 402....-- $1.60 
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(CRAFTSMAN 


iw 


STANDARD CRAFTY ROTARY TOOL 
better than the CRAFTY we originally 


Ree. U_6. Pat. 08, 

Compare this tool, feature for feature, 

with others selling for as much as $25.00! $ 

Then you'll know why it has become 

so tremendously eee It’s even Complete 
offered—and actually priced less! 

It's a whole shop full of tools in one! Has literally 
hundreds of uses in every shop . . . in every tool room. . . in 
every line of industry. 

Notice these quality features! Extra heavy field coils... 
Perfectly balanced armature with built-up commutator . . . 
Improved fan cooling system ... Grease-packed precision 
ball bearing in front . . . Self-aligning rear bronze bearing 


... Easily replaceable brushes . . . On-off switch . . . Finger 
rest over chuck . . . Handy ripping guide. 


Complete with 26 accessories. Includes 6 grinding stones, 
5 cutters, 3 drills, brushes, saws, polishing accessories, ete., 
chuck wrenches, collet chuck, socket wrench, emery wheel 
dresser, replacement brushes, rubber covered cord and plug, 
and heavy wood box. For complete specifications see table 
at right. Shipping weight, 2 lbs. 10 oz. 
9PT2651—Complete with accessories.............. $14.95 


9 PT 2650—Same as the CRAFTY above, but without 
the 26 accessories. Complete with chuck wrench, collet 
chuck, socket wrench, set of replacement brushes, cord and 
plug, and handy box. Shpg. wt., 1 Ib. 8 oz. $11.45 


(A) 9 PT 2670-— Oblong cutter. 


{© 9 PT 2673—Oval cutter. 


rey }(¢-tooh. 59 lameter, }4:-lnch ....59e 

Sete Ing... sexes be (F) 9 PT 2674—Fint cutter. Diameter, 
eye Fe eG Rell bah Vir-inch, 3{¢-Inch long : . 89e 
(Cc) 9 PT 2671 —Ball cutter (G) 9 PT 2837—Polnted cutter. Dinm- 
Diameter, %4-inch . 59e eter, sinch...., $5 59e 


(DB) 9 PT 2672—Cone eutine 


; (4) OPT ahd and mandrel 
Diameter, }2-inch........-. c 2 69 


Diameter, $4-ineh. 032 thick. 


(J) 9 PT 2689—Saw blade only, 
without mandrel. 


CRAFTY DELUXE ROTARY TOOL 

Has all the fine features which have made 

ourstandard CRAFTY so tremendously pop- $ 95 
ular—and in addition it has many extra 

features, refinements of design, and added Complete 
accessories—which make it even more out- 

standing in its field! Compare it with $30 outfits! . .. You ean't 
match it elsewhere—because there’s no other rotary tool like 
it made! Has removable pistol grip for ease in handling. Accu- 
rate chuck with collet insert assures solid locking of accessories. 
Gauge acts as ripping guide. Deluxe fittings throughout. 

35 accessories assure great versatility. The set includes ono each of all the 
accessories on the bottom strips on these two pages (except the 3 shaping 
cutters and felt buffing wheel) 2 chuck wrenches, collet chuck, socket wrench, 
emery wheel dresser, set of replacement brushes, cord and lug, and box. 
9 PT 2652-Complete with accesories, Shpg. wt., 3 Iba, 4 of $17.95 
9 PT 2842—Pistol grip assembly only. For any model of the CRAFTY 


except the Super CRAFTY on opposite page. Shpe. wt., 8 oz.. «ves. 690 
9 PT 2843—Gauge and rip guide only. For any model of the CRAFTY 
which has finger rest. Shpg. wt., 4 08.......0.0..0cccseeees eeeeweeeuenee 


SPECIFICATIONS 


9 PT 2650, 9 PT 2651 


and 9 PY 2652 Saree 
Over-all Length 7 in. 6% in. 
Extreme Diameter 2 in. z 2 In. 
Barrel Diameter 1% in. Variable 
Bearings 1 bronze; 1 ball L Tbronze; tT ball 
Chuck Capacity % and 34. in. Universal—ap to % in. 


Maximum 


Insulation 


———$—— 25 to 60 cycles 25 to 60 cycles 
Output 15 Watts 20 Watts a 
Tested at 1000 volts Tested at 1000 volts 
Built-in Built-in 


Condenser 
Switch 


18,000 R.P.M. 


Universal for 110-volt 
A.C. or D.C., .C. or “9 


_ 20,000 R.P.M. 
Universal tor 110-volt 


Special design; 
positive break 


Large size carbon; 
replaceable from outside 


Induction rotor; 4-blade 


Special design; 
positive break 


“Large size carbon; 
replaceable from outside 


Induction rotor; 4-blade 


{-tneh. 
(K) 9 PT 2684 


Diameter, Vie-inch 


(L) 9 PT 2685— 
Diameter, }4;-inch 


(M) 9 PT 2696 
Diameter, }4-Inc 


ih. 


(R) 9 PT 2679-—Gray bristle 
diem? F brush. Diameter, 4-inch....10¢ 
: : © 
High speed drill, {P) 9 PT 2796—Shap- 
. c ing cutter. W-inch 


(S) 9 PT 2680—Cup type bris- 
the brush. Diameter, }¢-ineh..10¢ 


High speed drill high. ---59¢e 

. . 23¢ (Q@) 9 PT 2797—Shap- (T) 8 PT 2681—Mountes porte 

High speed drill ing cutter. W-Inch polishing brush. For bard-to-get- 
ee BUR abt ccdedte sat 59e al-places. Diameter, }¢-inch. 106 


Shipping welght of the accessories shown above, ench, 2 ounces 
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SUPER CRAFTY 
4-STAR FEATURE 


NO OTHER ROTARY TOOL LIKE IT! 


No wonder we've made this sensational streamlined CRAFTY a 
4-Star Feature! You can pay $35.00—and still not match it— 
because it has features found in no other rotary tool in the world! 


%*% Has new scientific streamlined design 
%& 30% more power than our other CRAFTYS 
% Has exclusive sure-grip collet chuck 
% Approved by Underwriters’ Laboratories 


19° 


Use Sears Easy Terms 
See Inside Front Cover 


The CRAFTYS on the opposite page have 560% more power than comparable 
rotary toola—but this one as even 305% more than that! Highly polished 
chromium plated aluminum alloy housing—light in weight, and designed for 
efficient cooling, Removable pistol grip. All moving parts except the nose of 
the chuck are covered for maximum safety. 

The sapeneie collet chuck will grip and securely hold drills up to a 4-in 
shank—aill without changing the collet insert. And even more, it grips the 
full length of accessory shanks, which a conventional type chuck cannot do. 
A built-in condenser reduces radio interference. 

Complete with cord and plug, improved box, and all the equipment and ac 
cessories which areinchided with the Deluxe CRAFTY on the opposite page 
For specifications, see table on oppasite page. 

9 PT 2658-—Complete set. Shpg. wt., 3 ths. 12 oz 


-319.95 


CRAFTY Accessory Sets in Wood Boxes 


a Mounted Emery Stones. Werin. Cutters He-inch oblong; "ae 


Router Stand 
Converts your CRAFTY 


Shaping and Grinding Stand 


Two tools in one! May be used as a 


Drill Stand 


Converts your CRAFTY 


diam, stone; }j-in. taper stone; 
i-in. inverted taper stone; M-in. 
painted stone. Shipping weight 


3 ounces, 
9 PT 2956—Set of 4.......$1.10 


Cutters, }j2-in. cone; 3s2-4n. oval; 


Ri: flat: Ke-in. pointed, Ship- 
ing weight, 3 ounces, 
9 PT 2957—Set of 4......$2.25 


© Mounted Emery Stones, l-in., 
tg-in., M4-in., and Mein. diam- 

eters, Shpa. wt., 3 oz. 

9 PT 2956—Set of 4.......$1.10 


nf inch ball; a %-inch ball, 

Shipping weight, 3 oz. 

9 PT 2958—Set of 3... $1.65 
3{-inch 


® Movnted Brushes, 
bristle; M-ineh cup type: 
and ¥ieinch polishing brush. 


Shpg. wt., 3 oz. 
9 PT 2959—Set of 3 35c¢ 


® High Speed Drills. Vic. Miz, and 
M4 inch, Shipping weight, 
3 ounces 


9 PT 2954—Set of 3.....85¢ 


into a handy router. Lock- 
ing device makes it possible 
to adjust tool for desired 
depth of cut. Entire tool 
may be moved about to fol- 
low a pattern. May be used 
with any model of the 
CRAFTY shown on these 
2 pages. Shipping weight, 
3 pounds. 


9 PT 2846 — Router 
stund only, without 


CRAFTY.:......$2.75 


shaper in the position shown in lurge 
illustration—or table may be removed 
and barrel tilted to any position for 
atinding, carving, polishing. ete. Sturdy 
gtay iron construction with carefully 
ground table, Adjustable fence is locked 
with two screws for greater rigidity. 
Table adjustable in height. May be 
used with any model of the CRAFTY. 
Shipping weight, 4 pounds 6 ounces, 


9 wt 2646 Shaping and grinding 
stand only, 
without CRAFTY........... $4.75 


into a drill press! Superior 
to outfits selling for % 
times as much elsewhere! 
Heavy gray iron base 
table and head. Table 
locks to heavy steel col- 
urn atany height. Rack 
and pinion spring loaded 
foed; feeds accurately. For 
any CRAPTY. Shpe. wt., 
5 Ibs, 6 os. 


9 PT 2848--Stand only, 
without 


CRABEY 001. c04 $6.75 


A) 9 PT 2653—Mounted emery 
wheel, I-in. diam; “-in. thick..29¢ 
(8) 9 PT 2654—Mounted emery 
wheel. }-in. diam.; }-in. jong. .29¢ 


(Cc) 9 PT 2675—Mounted emery 
wheel. 3j<-Inch diameter. .. .».-206 
(DO) 9 PT 2676—\4-loeh taper mount- 
ed emery wheel avaes isancaee 


(€) 9 PT 2677—Mounted emery 
wheel, 3i¢-in diam; -in. tong .29¢ 


(F) @ PT 2678—Mounted emery 
wheel, (4-in. diam.; %-in. long . 29¢ 


(G) 9 PT 2833—Tupered stone. 


Va-tn, dlam.; Ya-tn.long.....-..29¢ 
(KH) G PT 2832—Pointed stone 
Ye-tn. diam.; %-tn, bong... .-. 296 


(J) 9 PT 2951—Set of 3 


butting wheels. (N) 9 PT 2696—Stount- 


14-inch diameter. 39¢ ed sano 4 anger. 
(K) 9 PT 2977—Set of 3 felt buffers. ¥.. %4-in. diam. th 
1-inch diameter. 35¢ sanding sleeve . .45e 


(L) 9 PT 2952—Set of 3 


(PF) 9 PT 2699—Four 


rubber bonded sanding drum sleeves, To 


polishing wheels. 34-inch diam 296 be used a# replacement 
(mM) 9 PT 2953-—Set of 3 knife edge rubber nleeves ob sanding drum 
taper wheels. %-toch diameter 29 MOVE. « ciscsssvcesc 23e 


Shipping weight of the accessories shown above, each, 2 ounces. 


(Q) 9 PT 2691 —Set of 
twelve high quality silicon 
carbide discs. The dlansever 
of these discs is | inch, Ye- 
inch thiek. }ie-lneb bole.23¢ 
(FR) 9 PT 2666 — Nut-ammi- 
collar type mandrel 15e 
(5) 9 PT 2667~—-Screw-in- 
end type mandrel... 156 
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< Lathe Grinding 
‘ haga eeenger 

@ keon edge on 
porte tools with this 


A FULL 38-INCH BED! 


Recommended for the begin- 
ner and the small shop, Sturdy, $ 
solid construction and sound 


basic design insure a good 
practical tool. 


@ lorge capacity—Full 8-inch swing—27 inches 
between centers —38-inch bed. 
@ 2 long life auto lubricating bronze bearings. 


® Compare it—for features and capacity— 
with lathes selling for 50% more! En- 
closed double bearing headstock covers V 
belt drive for maximum safety. Has 3 speed 
drive, 1025 to 2985 R.P.M. Ball thrust bear- 
ing absorbs spindle thrust. 54-inch spindle 
projects for outboard turning. With wrench, 
cup and spur centers. 
99 PT 02051—Shipping weight, 22 lbs. .$6.45 
Lathe Grinding Attachment. (Left inset above). For 
all kinds of gon ing. Includes guard, tool rest, arbor to 
Tit on spindle, 4x%-in, grinding wheel, clamps, etc., for 


use on 99PTU2051 or 09PT M2014 lathes. 
9 PT 2011—Shipping weight, 1 Ib. 10 02, $1.85 
Lathe Sanding Attachment. (Right Inset above). Con- 
siets of tilting table of ground gtay iron and mountings 
for usé on either 99PTO2051 or HOP T M2014 lathes. Use 
with sanding disc 9F T2150 below, right. 

9 PT 2214-—Shipping weight, 6 Ibs 3 on.....- $4.25 


OUNLAP 
WOOD LATHES 


Use Sears Easy Terms 
See Inside Front Cover 


SPECIFICATIONS HEAVY DUTY CONSTRUCTION 


“it This lathe offers you sturdy 

ra S9PTO2051 | SSPTM2014 construction and sufficient ca- $ 95 
ieee 9% in, 10% in. pacity for almost any job en- 
Over-all countered in the average 

Width (less cross 4% in, 5% In. shop. Notice the size! 

slide and rest) 
Over-all Length | 42% in. | 47a in. ® 9-inch swing over bed—30 inches between centers 
Swing over Ged 8 in. Sin. —44-inch tempered steel bed. 
Between Centers 27 in, “30 in. ® Heavy rigid construction for fast vibrationless cul- 
Spindle = ting. 


o: 
Bearings _2; Bronze 


@® Sears power tool leadership again produces 

a value triumph! You would expect to pay 
much more for a lathe of this big capacity. Long 
life auto lubricating bronze bearings with extra 
large oil reservoirs on hoth sides of spindle 
pulleys support the spindle solidly against all 
cutting thrust. Ball thrust bearing absorbs end 
thrust to assure smooth, accurate operation. 


1; Ball 


Nose Straight 
Spindle i size x6 in. | 


3: 1025, 17: 


% or %4-H.P. 
1750 R.P.M. 


Motor “a or 4-H.P, 
Recommended) 1750 R.P.M. 


OPT2782 Massive enclosed type headstock covers the 

Per: yee 4-speed drive pulley for maximum safety. 4 

— speeds, 700 to 3800 R.P.M. &-inch spindle 

Mounting projects for outboard turning. Lathe comes 
Pimensions | | 314x38%4 In.| @Vexdd In. complete with wrench, spur and cup centers. 


Not mailable. 
99 PTM 2014—Shpeg. wt., 42 Ibs..........$13.95 


of holes in base.) 


Face Plates Cup Center Drill Chuck and Arbor Drum Sander Sanding Discs 
For either lathe above or any other For tallstock of lathe. Fits any %-Inch CRAFTSMAN, }4-in. 3-jaw chuck with 3 o 
lathe with “-ineh plain spindles. spindic, Chrok size. 6 c arbor, for 4-in. or Xin straight epin- © Complore aie @ Saretully, machined 
Set screw provided to lock plate in 8 2102—Shipping weight. 6 oz. . 9 dies. Spanner wreneh provided to operate Fits 4-in.x24-threaded fitted with sandpaper. 
position an spindle, Check spindle chuck. Arbor le 4-in. x 24-thread. State shaft. 3 inches long. Can be used op elther 
poe pepteaiys Work Arbor with Chuck Jaen wl for }4 ot Sh-in. spindhe, Check size before 2-inch Cisioster To lathe above. Fit only 
—3%-ineh. it Of Hew sleov at prin, straight spl ‘ 
OR eae. $1.25 © Fits %4 or S-tnch straight spindle. ¥as- 9 PT 2140—Shpe. wt, 11b, Gor... $115  fSocen adapter nat, Soe ett t spindle; 
9 PT 2081—‘-inch b sone tra 2 set screws, ye-inch by 24- Can mount on VPT2I20 to lock disc on spindle. 
a wi. Hoz.... 1.65 i Te a ae ae enaae, _ State wheter for 3-Jaw Drill Chucks arbor at left or either Be sure to check 
8 PT 21 18—Shpe. wt, 1 tb. 10 o2 $1.10 Fit }4-inch 24-thread per inch spindles. of lathes above: Shpe. nk fed atke-aetore 
Spur Center 9 PT 2520 98c ; 
© Fer elther lathe above or at Work Arbor 39¢ Ta ft 4B ALS 
, y tee Ginch. Sipe 
other Lathe with %-inch spin- Same as GPT2118 but without chuck 9 PT 2522—Sanding wt, itor. $1.89 
(les. Chook spindle size before Finely faced steel collars. State wheth- ’ 65¢ sleeve for above drum. OSE 
ordering. Shipping weight, 6 ounces as for 2 of ‘e-ineh spindle. Check be- Simitar Fine, medium or coarse. 9 PT 2159 
ore ordering. to chuck used on OPT2140 above. State grit. Shpe.et,, B-ineh. Shpg 
OPE RIOE ic canes csecsen 69c¢ 9 PT 2120—Hhbpg. wt., 15 o2....... 49¢ Has spanner wrench. Shpg. wt., | Ib. .98c 2:06; EO: cociecs's lOc wt, I ib A $2.45 


16 . . SEARS, ROEBUCK AND CO, 


OUNLAP 


BRONZE BEARING LATHE 


SPECIFICATIONS 


Over-all Height 


104 Inches 


Over-all Width 


7 inches 


Over-all Length 


Swing Over Red | 


Distance Between 
Centers 


46 inches 
9 inches 
30 inches 


Spindle Gearings 

Thrust Bearings 
Nose 

Spindle Fue 
Hole 


Taillstock Taper 


Speeds 


2; oilite bronze 


1; ball bearing 


% inj 16 RH. thread 


8% in. x %4 inch 
No. 1 Moree 
*h inch 


No. 1 Morse 


4; 700, 1300, 2300, 
4000 R.P.M. 


Motor Recommended 


Machine Pulley 
(Supplied) 


\-H.P., 1750 R.P.M. 


4-inch 4-step cone 


Motor Pulley 
(Not Supplied) 


4-inch, 4-step cone 
9 PT 2792 (Page 19) 


Mounting Dimension 
(Center to center 
of holes in base) 


5% inches x 
404, inches 


, 
High Grade Face Plates 
9 PT 2088—5'¢-inch. Right hand thread for 
inboard turning Rss ‘4-in wnesnden spindle 
For 99 PTM 2019 inthe above, Stup- 
ping weight, 3 lbs. 8 of > 00 $1.65 


9 PT 2089—5}4-inch. Left hand thread for out- aary 


board turning. Fite %j-inch threaded spindle. 
For 00 PTM 2019 lathe above, Shipping 


weight, 3 lbs. 8 oz. ...,..----- a $1.65 


18-in. Tool Rest 


A great convenience when 

making long turnings. 
such aa table legs or lamp 
spindles. Makes it unneces- hold «a variety of different 
to shift the standard 
tool rest down the bed. 
Readily adjusted for height. fit 9OPTM2019 Inthe. Fits 
Well machined and nicely fin 


View showing pulley guard 
thrown back. The V belt 
drive is normally enclosed 
for complete safety, yet it 
is easy fo gel of it te change 
speeds. The 4-step cone 
pulley has 60 accurately 
speced holes for indexing, 
dividing, etc. Complete 
with spring loaded index- 
ing lock which can be 
Ee into any one of the 

oles, thus locking the 
spindle. 


9-IN. SWING .. . 30 IN. BETWEEN CENTERS . . . 44-IN. BED 


@ Bearings located on both sides of spindle pulley for perfect support. 
® Oversize bronze bearings are auto lubricated. Sealed against dirt. 
@ Equipped with No. 1 Morse toper centers in hood and tailstock. 
© 4 speeds are available ranging from 700 R.P.M. to 4000 R.P.M. 


We believe this is America’s most popular 
lathe. Thousands of craftsmen acclaim it the 
perfect answer to their requirements. Big 
enough for almost any job and heavy 
enough to do metal turning with proper 
attachments. 


The double bearing mounting of the spindle 
makes it easy to turn out large diameter 
work on the outboard end of the spindle. All 
bearings are of auto-lubricating type, sealed 
in a bath of oil to give practically limitless 
service. Oil is filtered through the bronze itself 
—keeps spindle journals free from dirt 
and grit... assures longer life . . . greater 
accuracy. All longitudinal end thrust that 
comes on the spindle is absorbed by the built- 
in bell thrust bearing. Smooth, vibrationless 
operation is thus assured even under heavy 
cuts and high speeds. 


Husky 44-in. gray iron bed is rigid, well 


4-Jaw Lathe Chuck 


® Four husky jaws, each one 
reversible. Each jaw can 
be moved by itself. Used to 


shapes of work. 4-inch diam- 
eter. Key and back plate to 


Sg-inch threaded spindle. 


ished. Complete with bed Available on Priority only. See 

© 9 PT 2091—S-inch. Complete with spurs brackets. Shipping weight,7 Poege 32. Shipping weight, 
removable center, and sctew center. Fite 44- pounds 4 pounds 4 ounces. 

inch right hand threaded spindle. For lathe 9PT 2173 $3.29 spreiss $5.95 


“0 PTM 2019 shown above. Shipping 
eight. 1 pound 12 ounces..... cones 


$1.25 


$192 


braced. Bed is carefully machined for ac- 
curacy and easy operation of tailstock and 
tool rest. Has a swing large enough to get 
away from a gap in the bed which would 
otherwise handicap the metal worker in 
bringing compound rest close to headstock 
for various operations. Tuilstock has set 
over for turning tapered work when cutting 
metal, Pulley is accurately indexed so work 
may be divided and flutes may be cut into 
spindles or columns. Headstock spindle has 
right hand threads inboard; left hand threads 
outboard. Permits use of face plates on 
either end without reversing motor. Use of 
No. 1 Morse taper centers on both head and 
tailstock makes it easy to use work arbor, 
drill chucks, etc. Complete with “V” belt, 
wrench, 8-in. tool rest and No. 1 Morse 
taper spur and cup centers. 


99 PTM 2019—Shpg. wt., 60 lbs. $19.95 


Compound Rest 
© Feed collars grad- 
uated to 1/1000 inch, 


Angular din! graduated 
to 180 degrees. Trans- 


G 


Steady Rest 


For supporting extra 
long work in lathe. Pre- 
vente vibration in slender 
work which might result 


verse feed. S¥je-in.: an from thrust of tool bit, 
gular or longitudinal Fitted with beat quality 
feed, 6-in. (For tool bits jnwe! Very ewentinl when 


and holders, see Page 
31.) Available on Priority 
only. See Page 32. Shipg. 


wt., 17 Ibs. 


99 PT 02168 $16.95 


turning long, slender pieces 
in the lathe. Clamps to 
lathe bed. Shipping weight 


4 pounds, 
$4.65 


9 PT 2178 


SEE PAGE 18 FOR ADDITIONAL LATHE ACCESSORIES 
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WOOD LATHE 
ACCESSORIES 


Jack Shafts for Speed Variations 


For broad speed range on lathes, drill preases, jig 
saws, sanders, grinders, buffers, ete, Generally used 
between motor and tool being driven. With proper 
pulleys, speed of the jackshaft itself may be raised 
or lowered from motor speed, This raises or lowers 
the entire range of speeds on driven machine. Both 
types have self-aligning, auto-lubricating bronze 
bearings with oil reservoirs. 


Multi-Speed Jock Shaft. Does away with a series 

of steps; permits gradual increase or decrease in 
R.P.M. of driven tool. Moving hand knob moves 
shaft to and from motor and causes diameter of one 
pulley té increase and other to decrease. Makes 
possible an infinite number of speeds with a 3 to 1 
range between low and hich speeds. Speeds of 1000 
to 3000 R.P.M. obtainable where a 1750 R.P.M. 
motor is used without changing belts, pulleys or 


stopping motor. 
9 PT 2496—Shipping weight, Olbe. ...... $4.65 


Cone Pulley Jock Shoft. Varies speed in certain 


definite ste Used with matching cone pulley 
on machine. For use with Minch V-belt 


9 PT 2494-—-Shpg. wt., each, 7 lbs. 8 oz. Stete size. 
....$3.50 


--$3.65 
3.75 


With t-inch, 3-step pulley.. 
With 4-inch, 4-step pulley 
With 5-inch, 4-atep pulley 


>. . Se. 
Sanding Attachment 
For perfect sanding jobs and to produce accurate 
mitered joints. Rugged table is firmly mounted on 


lathe bed. May casily be tilted to any desired 
angle, For 00 PTM 2019 lathe listed and described 
on page 17. Sanding disc not included (sce below). 
Shipping weight, 9 pounds. 

$4.25 


9 PT 2250 


8-inch Sanding Discs 


Threaded to fit lathe spindle of 99 PTM 2019 lathe 
listed and described on page 17. Shipping weight. 


2 pounds. 
....$2.65 


SPT 2160 
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Good work demands good tools! These chisole have 
Deignaty polished 4-inch blades of carefully tempered tool 
steel, Expertly ground. Keep a bitingly keen edge for 
fast, clean cutting. S-inch handles, beautifully finished 
Heavy ferrule. Average length over all. 13 inches. Gen- 
uine CRAFTSMAN quality at moderate prices. Shipping 
weight, each, 13 ounces. 

(A) 9 PT 2850—Gouge, M-inch wide........ 
(B) 9 PT 2851—Gouge, inch wide..... 
(C) 9 PF 2862—Gouge, 4j-inch wide : 
(D)9 PT 2854—Spear Point Chisel, %-in. wide. .75 
{E) 9 PT 2856—Round Nose Chisel. inch wide. .75 
(F) 9 PT 2858—Parting Tool, %-inch wide....... .75 
(G)9 PT 2862—Skew Chisel, 44-inch wide » 75 
(H)9 PT 2863-—Skew Chisel, l-inch wide 


9 PT 2853—Complete set of 8 chisels liste 
Shpe. wt., 8 lbs. 10 oz 


$8.75 


above, in sturdy box 


CRartsMan Wood Carving Tools 


Finely finished wood-carving tools. 24-inch blades 
forged from fine quality heat-treated steel: take and hold 
& razor-keen edge 34(-inch handles, well polished and 
finished. With these tools you can make a great variety 
of wood carvings. Great favorites with wood carvers who 
take pride in their work 

Complete set of 5 tools attractively boxed; ineludes 
one each of the following; *¢-inch bent gouge, 44-inch 
bent chisel, 44-inch U tool, %-ineh straight chisel and 
a Yrinch veining tool. Shipping weight, 13 oz 
© PT 2899—Set of 8.220... ee ccce cree eee $2.45 


9 PT 2464—Set of 3 tools including a 42-inch U tool, 
44-inch skew bevel, and 44-inch bent chisel 
Packed in a box. Shipping weight. 8 ounces 


j Nola ©), 
PROFESSIONAL TURNING CHISELS 


These fine wood turning chisela rank among the finest 
made anywhere—regardless of price! Average over-all 
longth, 1634 inches, Forged tapered blades, heat treated 
to give a hard blade that will take and hold an edge—yet 
tough enough to resiat shock. Bindes are highly polished 
and beautifully finished. Maple handles with beautiful 
natural finish. Shipping weight, each, 1 lb. 2 


(A) 9 PT 2877—Goure, \%-inch wide 


(6) 9 PT 2878-—-Gouge, }-inch wide. .......... 31.69 
(C) 9 PT 2879—Goueo, 44-inch wide......,....,14.78 


{(D) 9 PT 2890—Spear Point Chisel, V-anch wide... 1.10 
(E) 9 PT 2891—Round Nose Chisel, 44-inch wide. 1.10 


(F) 9 PT 2893—Parting Tool, 4g-inch wide. . 1.39 
(G) 9 PT 2894—Skew Chisel, %-inch wide soot et@ 
(H) 8 PT 2895—Skew Chisel, l-inch wide... 1.35 


9 PT 2898—Set of 8 profesional chisels listed 
above, in heavy box. Shipping weight, 11 Ibe 


. $1.95 


Tool-Room Necessities 
CRAFTSMAN Sherpening Stone. Vitrified silicon car- 
bide. One side medium, other side fine. 

9 PT 6440—7x2x1 inches. Shpg. wt., 1 Ib. 8 oz... $1.29 
DUNLAP Slig Sterne, Medium-fine. For gouges and 
other round-shaped tools. 

9 PT 6454—Shipping weight, 12 ounces. ,........ 49¢ 

© Boil Bocring Lubricant. For power tools. 

28 PT 4432—4-o7. tube. Shpg. wt., 11 os...,....15¢ 

1] DUNLAP Stop Rust. Protect your toola. 4-pt, oan, 

9 PT 2927—Not a lubricant. Shpg. wt., 8 oz .29¢ 
© Handy Tool Clips. Stcel, udjustable tension. 6 mounted 
clips, 13 in. wide. Clips project 174 in. 


9 PT 2865—Shipping weight, 10 of.............45 25¢ 
9 PT 2864—6 mounted clips. 13 in. wide. Junior 
size; clips project 144 in. Shpg. wt., § oz.......-++ 25¢ 


High Quality Lathe Centers and Arbors 


No, 2 Morse taper shanks, Accurately ground for pertect 
fit. Tapered portion of shank ta 3 inches long. Check your 


spindle before ordering. 


(A) 9 PT 2107—Spur Center. Shpg. wt., 7 ox 75c¢ 
(8) 9 PT 2101—Cup Center. Shpg. wt., 702 ae 78c 
(C) 9 PT 2313—60-Degree Center Shpg. wt. 7 ox. 75c 
(0) 9 PT 2113-—Precision Ball Bearing 10-Degree Cen- 


ter. Shipping weight, 5 ounces. . Ser kabe $2.25 
(€) 9 PT 2124—Arbor for Jacobs’ chuck, Shipping 
weight, 7 ounces = , . (ssvncee FOO 
(F) 9 PT 2163—Arber for grinding, ete. Shipping welght. 
t3 ounces 95¢ 


(G) 9 PT 2125-—Arbor and {S-inch Chuck. Shippins 
weight, | pound § ounces > i506 


(H) PT 2115—Scrow Center. Shor. wt.. 1402 1.25 
(J) 9 PT 2161-—-Adapter Sieeve, To change trom No. 2 to 
No. | Moree taper arbor. Shpe. wt., 502...... 75e¢ 


Jacobs’ Chuck 


No. t Morse taper. Tapered part of © For holding drilt 
shank |s 23¢ In. long unless otherwise bits. Cannot be 
stated. Check your spindioa before used on threaded 
ordering. Sipe. wt. ea., 8 of aplindles. Fite mod- 
(A) 9 PT 2106—Spur Center. 65¢ od No. 2 Morse 


1 
(B) 9 PT 2100—Cup Center.. G5 taper, eed wish 
(Cc) 9 PT 2110—60-Degreo a 
Center.... 650 OOPTM2019 lathe 


on Page 17. With 

key. Shipping 

weight. 2 pounds 

9 Ad 2142 —Ca- 
clty, > 

Po ie-inen $6.00 

9 Ad 2143 —Ca- 
ncity, 0 

MP) %-inen. $7.50 


(BD) 9 PT 2112-—Preeision 60-De- 
gree Ball Bearing Center $2.25 
(E) 9 PT 2123—Arbor for 
Jacobs’ chuck ; -» B56 
(F) 9PT2165—Grinding Arbor. ahc 
(MH) 8 PT 2116--Serew Center. Tap- 
er shank 2}i6 in. long... . $1.19 
(K) 9 PT 2132—%-Ineh Chuck, 
For @ PT 2165 crinding arbor 65 


LAP V-BELT PULLEYS 


sot oS te A complete line of V-belt pulleys for almost every use. 


Selentincalty designed, carefully and accurately made. 
Grooves are machined so as to be perfectly true Bores 
reamed to exact size. Diameter given refers to outer edge 
of pulley, not groove, In case of question on dinmeter 
required refer to “Handy Table of Pulley Speeds” below 
at mytht, Measure your shaft ond stato size bore wanted, 


Cone Pulleys—3 and 4-Step 

Cone pales are used to get speed variation. The large 

step of one is placed opposite the «mall step of another of 

the sane size. Shifting belt from step to step gives different 

speeds. Grooves accommodate % or }j-inch belts. Each 

sulley has two set screws for positive locking, Size of bore, 
%, % or “{-inch. Stete bore size. 


j ‘Each 


Cataing No, Size Steps] Dia, Step, tn. Shoe. wt 
9 PT 2788 % in.| 3 | 3%, 2 2 bib. 65 
8PT 2792 in.) 4 |4.36 %. 2) Lib, Wor.) 85e 
$PT2793'5 inl 4 15, 4 1 ib. 14 ox, ! 96¢ 
Single Groove V Pulleys , 


Sturdy and emooth running. Strong flanges and hubs. Two 
heavy set screws in each pulley insure positive locking of 
uliey on ehaft, Turned grooves and reamed bores, 
iroores aceommodate 4 or }4-inch wide V belts, except 
OPT2800 which is for use with *%-inch belt only. Attrac- 
tively finished. Be sure to state size of bore wented. 


_ Catalog Mo. | Olametes 
j 


TVUVIV 
Aad 


New Type Hubless V Pulleys 
Streamlined design! Eliminates hub—permits pulleys to be 
placed sice by side for multiple drives. The two set screws 
are in center of pulley groove, Same fine quality as pulley» 
OPT2300, ete. above. Grooves will accommodate 24 oF 
i-ineh wide “V" belts, except 9PT2001 which takes only 
4S ,inch belts. Be sure te siete bere wented. | 


Catalog No. Diameter 1 _ Bare, Inches a Sioa wt 
3 [aa 901; 2 “Gon. 
He ER | 


802) 2% in. 0 on, 
oP ¥ 3903 3 il on 
Heavy Duty Steel V Pulleys 
Built expressly for production work. Massive preswed steel 
construction with steel or malleable iron hubs. Fit ¥ belts 
*¢ or $$-inch wide. Keyways provided in all pulleys with 


44 of *q-inch bore, All pulleys have 1 hollow head set 
screw and wrench, Be sure te state bore wanted. 
Catalog fo. | Dtemeter Sore, imhes | Shee. Wy Coch 
OPT 2880 | | i in 
3 PT 288 zy ip. 
PT 2882 | 2% in. 
9 PT 2883 a th 
OPT2883/ 4 in 
| 9 PT 23865) 5 in 
SPT goes OM tu, 
9 PT 2008 S in 
OPT 2810/10 in 
| 9 PT $2 2/12 tn, 
9 PT 2815 | 16% in 


2-Groove Steel V Pulleys 
Two-groove drive efficiency at 1 moderate price. Built to 
withstand many years of hard service. Fitted with 
standard keyways and two hollow head set screws. Wreneh 
supplied. For domestic applications. For V belts }4-inch 
or *(-ineh wide, Be sure to state size of bore 


Diam. | Bove, Inches Shoe. Wt Lach 
Tin i: 4,1 Lib. 18 oz. $2.49 
din 1 3 tba 2.93 
Sin, %, . 1 ic | Diba. G ox, 3.89 
6 in 4. 1, Iie | 4 lbs. 4.19 
Sin 1, Ide Siba 408 5.18 

iin | 1 the 7 Ibs. 5.95 j 
} 12 tn 1. he K the, 10 o2. 6.95 


dann al ; 


Flat Belt Pulleys 


Fitted with oneslotted head hard- 
ened set screw, Accurate bores 
fit shaft perfectly. Properly 
crowned so that belts run true 
and last longer. Carefully bal- 
anced to min emoothly and ac- 
curately. %“-inch and larger are 
equipped with keyway slot. 

8 PT 2798—Be sure to sicte size 
and shoft diameter wanted. 


Diam_and for 
Face, in, | Shalt, tn, 


eel 


Hard Fiber Flat Pulleys Set Screws 
Recommended for use as motor @) Hellow heed type. 
drive pulleys in industrial appli- Take place of 
cations, Made with accurnte ordinary set screws. 
cores to insure true running. Special alloy steel. 
Faces won't wear smooth. Trans- Stote size. Shype. 
mit maximum power because wt.. each, 2 oz. 
gprzal Nt add in, 
or Fiexd), 

GPT S808 taxt6 in. 
or “ex in be 


there's minimum slippage. 
9 PT 2799-—Be sure to sicte size 
and shaft diameter wanted. 


Wrenches for 
above. State sine. 
Shpe. wt., each, 1 o2, 


grr2s1s— 4 or Ys 
pa in. Ge; % in.9e 


2 x2 
24x2% 
3 x3 
4 x3 


DUNLAP V-BELTS 


Long wearing, true running DUNLAP V-Belts—resist slipping 
and stretching. Tranamit power with least friction loas, Heavy 
duty cord wrapper—fiexible inner cushion of tough rubber— 
strong cord reinforcing at pitch line—all vulcanized into one 
inseparable unit. Length shown is distance around outside of 
belt. See “Measure Your Beli above. 


34-inch V-Belts 


Their flexibility makes them ideal for drives over small diameter 
pulleys, Measer Moasure re your belt, See above. 


[ Catalon No, No 7 te widts Shpe. Wt 
9 PT 2750 9 PT 2750 | in. % in. 3 on 
9 PT 27651 24 in. % in, $ oz. 
9PT 2752 | Win. % in. 4 02. 
9 PT 2753 36in. | 4% in. 4 on. 
9 PT 2754 42 in. % in. 4 oz. 


44-inch (A Section) V-Belts 


A general purpose size for most applications with 
pulleys. Measure your belt, See above. 
Length | 
23in. | 
50 in, 
32 in. 
34 in. 
36 in, 
33 in, 
40 in 
42 in, 
45 in, 
46 in 
48 in. 
54 in, 
58 in. 
66 in. 
S4 in. 
100 in. 


With 


54-inch (B Section) V Belts 


Use for heavier drives over a a pulley 
3 inches. Measure your bolt. See above, 


Heavy du 
diameter 


Cataleg No. 
9 PT 2960 45 in. %e-in, 10 wx, c 
9 PT 2961 49 in in. 10 ox. os 
9 PT 2962 Min in 11 oz. $1.09 
ger $3 58 in. in. 12 oz 1.15 
PT 4 19 
9 PT 2965 +29 
9 PT 2966 1.39 
gFT +4 1-33 
3 PT 296 $3 
9 PT 2969 1-2 
9 PT 2970 ‘ 

3 PT 7i 1.9 
PT 2972 2.2 
8 PT 278 586 
8 PT 2975 2.88 


Leather “V" Belting 

Just the thing for those places where you need a 
belt of odd length. Also handy for rapid replace- 
ment in place of removing ball bearings to replace 
abelt, Cut toany length you want. Made of tough 
oak leather—two plies cemented together and 
strongly sewed down the center. Heavy wire coup- 
ling with every length. State width ond length, 

9 PT 2777—Shipping weight, foot, 3 ounces. 
%-in. width. Per ft. 126; /4-in. width. Per ft. 166 


HANDY TABLE OF PULLEY SPEEDS 


Use thin table to determine the speed of your machine with varying sizes 


of motor and machine pulleys, 
tension and a motor apeed of 17560 R.PX 
Diameter of Diamec nm Inches of Driven 


Motor or Pulley or Pulley on Machines 
Driving Pulley 7 212% 


Figures gy en ure for use with belt at proper 


1030 
1380 
1725 
2070 
2760 
3450 
4490 


1725 } 


710 
} 2590 
40 
4310 
5600 


EXAMPLE—the machine has a 
K.P.M. 
table follow down the vertical 2-inch columm to the speed of 
left in column headed “Diameter of Motor or Driving Pulley.” 
+inch diameter pulley required. 


Z-inch pulley ated should run 3450 of 3500 
What size pulley should | be used with a 1750 RPM SADE From the 
3450, then to the 

‘The anawer ie & 
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> 
* Overload protector prevents burn-out. 


(RAETSMAN CONDENSER MOTORS 
D | 95 See 
ee 


HP. * Super cooling construction—motor runs cooler, 
wae saves power, lasts longer. 


Big » heavy . . . powerful . . . built for year after year of service! 
Condenser motors are rapidly replacing split phane motors becatise 
they start loads about 50°) heavier, use about one-half the starting 
current. and run more efficiently. Start ensily; come up to speed 
rapidly. Great overload capacity. Efficient design eliminates excess 
weight. Massive base for rigid mounting. Ball bearing construction; 
use motor in any position. Built-in on-off switch. %4-in. double drive 
shaft extends 134 in. on both ends. Large ventilating openings protected 
by eplach plates 

Handles heavy-running loads if starting lond is not too great—not ree 
ommended for replacement service on pumps, compressots, and other 
hard starting jobs. For such jobs a repulsion-induction motor is genet 
ally preferable. 99PT01956 and 99PTUI956 may be easily revereed by 
changing leads: 99PT05587 has convenient built-in reversing switch. For 
110-120 volt 60-cyele A.C. With &ft, rubber cord, unbreakable plug 
Base mounting, 34ix 5 inches. 


99 PT 01955—'4-H.P. 1750 K.P.M. Shipping wet., 32 tbe $14.95 
99 PT 01956—'4-H.P. £750 R.P_M. Shipping wt., 35 Ibs 17.95 
99 PT 05587—‘-H.P. 3450 K.Y.M. For high apeed power tools, such a8 
joifters, shapers, etc. Shipping wt., 36 Ibm. .. $19.95 


LINE SHAFT ACCESSORIES 


Highest quality. accurately machined and 
finely finished. We recommend a 44-H.P, 
motor or larger to drive a lineshaft—the 
exnet H.P. required will depend on the 


number and type of tools used, the length 
of the shaft, ete. When line shaft is set up 
oil freely and be sure it is perfectly in line 
and turns easily before turning on motor 


(RAFTSMAN CONDENSER 


‘1922. 


The same fine motor as described at left, 
equipped with heavy duty remote control 
stop-start-reverse awitch, mounted in a box 
and connected to motor by a Winch heavy 
tubber-covered cord, You ean mount the 
awitch at the front of the machine with the 
rest of your controle—and atart, stop or re- 
verse the motor with a flip of your finger! 
For 110-120 volt 6U-eycle A.C, 1750 R.P.M 
Complete with 734-foot cond with unbreak- 
able plug on motor, and 244-foot cord on 
ewitch. Shipping weight, 36 pounds. 


99 PT 05584 $19.95 


HIGH SPEED MOTOR, Same us motor above, 
but 3450 R.P.M. Ideal for high apeed power 
toola, such as jointers, shapers, bench saws, 
ete. Complete with remote control awiteh 
and cord. Shipping weight, 37 pounds, 

99 PT 01959.. es +++ $21.46 


4-H.P. 
With Remote 
Control Switch 


(RAFTSMAN CONDENSER MOTORS 
‘p> 


CONDENSER 


%4-HP. $2995 


With Remote 

Control Switch 
All the fine features described under conden- 
ser motor at far left of this page—precision 
ball bearings, burnout protector, ete,.—but it 
is 34-H.P., with « speed of 3450 R.P.M.; has 
& remote control switch: and a 54-in. double 
shaft with keyways, Designed for heavy 
duty, high speed power toola such aa larger 
circular saws, jointers, ote 

Motor is controlled by a heavy start-stop 
awiteh mounted in a metal box and connected 
to the motor with 45 inches of heavy rubber- 
covered cord. Far more convenient and safer 
than an ordinary motor switch. Built-in con- 
denser reduces starting current—makes mo- 
tor start more easily. 7)4-foot heavy rubber 
covered cord and unbreakable plug. Base 
mounting, 344x5 inches For ito “220 yolt 
M-~xyele A.C. Shipping weight, 48 pounds 
99 PT 01970 $29.95 


ALL MOTORS AVAILABLE ON PRIORITY 
ORDERS ONLY. SEE PAGE 32. 


Buy the Right Motor for Your Needs 


Every FULTON, DUNLAP and CRAFTSMAN motor (Pages 20 and 21) is 
guaranteed against defects in material and workmanship, However, even 
these fine motors will fail if not used property! Be sure you use the right mo- 
tor on your job. Read the following carefully before buying a motor 

FULTON end DUNLAP Split Phase Motors. Por easy-starting loads in which 
the maximum load is not applied until motor is up to full speed, or when fre- 
quent starting and stopping is not necessary. Generally used on washing 
machines, small lathes, lighter power tools such as jig saws, ete 

CRAFTSMAN Condenser Motors. Used where starting load is mocernte as 
on larger wood-working tools, refrigerators, ventilating fans*ete. Condenser 
motors are rapidly replacing split phase motors because they will start loads 
about 509 heavier, use about half the starting current, are more efficient, 
cout lees to run, and reduce flicker of lighta when motor is started 


The Size Motor to Buy 


Use a motor which is big enough. A motor slightly too large will last years 


longer than one slightly too small. Every motor is designed for a particular 
voltage and frequency (cycles}—for instance 110-120 volts, O eycle A.C. A 
motor should not be operated with more than 10% variation from its rating, 


To determine the horse 


Evety motor is designed for a particular speed and power, A motor will stand 
overloads for short periods, but continual overloading will cause burnouts. 
wer and speed of the motor you need, do one of the 
following things, Check the name plate on the motor to be replaced on your 
machine, Or check the name plate on the machine itself. o: 


contact the 


manufacturer of the machine for the kind and size of the motor which should 


Don’t buy a motor too big for your power line. Most 110-120-volt, 60- 
cycle lines will carry up through 4-H.P. motora; most 220-volt 60-eycle 
mngle phase lines, up through 6-H.P. motors. Check your power company 


Catalog Number rai ae a Shroping Weight Cech 
~ (A) 9 PT 2822 %-inch Bronze Bushed Bearing 4 ox. | $0.39 be used. 

(B) 9 PT 2820 Wick Of} Cups ‘ 1 ox. j .05 

(Cc) 9 PT 2839 \-inch Rigid Coupling S ox. j 25 

(D) 9 PT 2824 44-inch Line Shaft Collar 2 of. .09 

(DBD) 9 PT 2825 %-inch Line Shaft Collar ra mA a08 15 

(Ee) 9 PT 2640 Flexible Coupling (Specify 4%. % or in.) oz .39 ‘ - 

(f) 9 PT 2628 Y-iach Bronze Bushed Shaft Hanger Lib. 8 oz "35 before buying a motor close to these limits 
(F) 9 PT 2829 M-inch Bronze Bushed Shaft Hanger } 1%. 202 1.35 

9 PT 2830 ’-inch Needle Hearing Hanger | 1 ib 1.75 Bearings 


Floating Motor Rails (at left) 


Use one motor for several tools! Fasten set 
of clips near each tool, and shift’ motor 
with rail from one tool to another. 

9 PT 2275—Floating motor rail and one 

pair clips. Shpg. wt., 1 th, [3 of 55c¢ 
9 PT 2277—Pair rail ctipa only 

Shipping weight, 7 os 25¢ 


Motor Base Adapter (at right) 


Heavy steel plate with series of e. For adapting 
bnew motor to pumps, washing machines, power 
tools and other machines with odd size motor 
mountings. Fits moet motors up to 44-H.P. and 
some 1-H.P. moti 
9 PT $593-—Shog. wt., IIb. Son 4g9c 


20 . . SEARS, ROFBUCK AND CO, 


All bronze bearing motors must be mounted with the shaft in a horizontal 


before using 


position. Ball bearing motors can be mounted in any position. Unless bear- 
ings are sealed they should be lubricated regularly. All Seare motors leas 
than 1-H.P. are lubricated, ready to use. Latger motors must be lubricated 


Check Your Wiring 


Use the proper size of wire. You can lose % the power of your motor 
through losses in lightweight wiring. Unrler-mze wiring may cause motor 
burnouts, Never use light extension cord. 12-cauge wiring is the smallest 
that should be used on motors up to 34¢-horse power where the distance 
between the meter or feeder line is 100 feet or lees Heavier wiring is neces- 


sary if other loads such as lampe, fans, soldering irons, ete. are used on the 
eame line ot if the distance to the meter is more than 100 feet. Motors larger 
than 3¢-horse power, particularly single phase. also require heavier wiring 
Check with your power company 


ee 


%4-H. P. Split Phase 


PULTON,. Moderately DUNLAP. No finer 4-H.P 
sciced, serviceable motor $ 95 split phase motor made 
wilt for general use on easy Heavy duty. Built-in over- 


starting londs, such as 

light power tools, wash- 

ing machines. ete. Not intended for hard- 
starting loads. Easily reversed. Heavy 
bronze bearings. 44-inch shaft extends 
in inches. 1750 R.P.M. For 110-120 
volt, G0-cycle A.C. Mounting dimensions, 
33gx5 inches, With Sfoot cord, and 
plug. Shipping weight, 24 pounda. 


99 PT 05601... 


load protector prevents 
burn-out. Equipped with 
Fasily reversed. $4-in. shaft. 
120-valt 60-cycle A.C. 


ping weight, 27 pounds, 
99 PT O5618............ 


X = 


OUNLAP 44-H. P. Grinder 


Kasy and smooth running. It’s built to give 

years of trouble-free service. Husky 14-H.P. $|795 
motor is equiy with precision ball bearings, 

packed in greas@#ind sealed against dirt. Power- 

ful enough to handle most any job. Two 6x%4-in. fully vitrified 
wheels; 1 coarse, 1 fine. Adjustable shatterproof glass shields 
protect operator's eyes. Removable, adjustable tool rests, Built- 
in switch, Special rubber mountings assure freedom from vibra- 
tion. Motor turns 3450 R.P.M. full load; 3600 R.P.M. no load. 
5¢-in. shaft turned down to % in, at wheels, L-in. clearance 
between wheels. Overall width, 15% in. For 110-120 volt 60 
cycle A.C. 6-foot cord, and plug. For goggles sce page 27. 

99 PT 02616—Shipping weight, 41 pounds, ........... . $17.95 


¥ 
a\, $35 
Industrial type. Fast starting, smooth running eondenser-start induction-run motor, Pre 
mg cision ball bearings sealed in grease 
7xl-in. vitrified grinding wheels, 1 fine and 1 coarse. Enclosed wheel guards with rear 
dust chutes for greater safety. '%-in. shaft turned down to 54-in. at wheels. Large diam- 
eter of wheels permits work to be ground across face of machine. Large collars hold wheels 
in alignment. Built-in switch. 1434-in. clearance between wheels. For 110-120 volt, 60 
eyele A.C, 6-ft, cord, and plug. For safety use goggles: see page 27. 


99 PTM 2609—Shipping weight, 97 pounds........ 2.2... 00. cece eee cen eee es 
ALL MOTORS AND GRINDERS AVAILABLE ON PRIORITY ORDERS ONLY. SEE PAGE 32 


%-H. P. Split Phase 


$975 


diamond bored bronze bearings. 
oil chambers; motor never needs oiling. 
1750 R.P.M 
Mounting dimensions, 334x5 in. For 110- 
Built-in 
switch, With Sf. cord, and plug. 


Packed with power. No finer -H.P. split phase motor 
built! Heavy duty! Handles more than 244 times rated 
horse power before stalling! Overtoed protector prevents 


OUNLAP 44-H. P. Split Phase Motor 
burn-cuts. Grease sealed ball bearings; use in any position 


Easily reversed. On-off switch, \4-in. double drive shaft. 


See Page 20 for recommended applications, For 116-120 volt W cyele A. C. 
on-off 1750 R.P.M, Base mounting, 334x5 in, 8-{t. cord, and plug. 

Ship- 99 PT 05620—Shipping weicht, 30 pounds : Cone aa .$11.95 
99 PT 05583—DUI P %-H.P. Motor, Similar to above only with diamond 
bored bronze bearings. Without overload protector. Use horizontally only. 

$8.75 Shipping weight, 29 pounds........... iuedaaaoee sacneee $9.95 


Sealed 


J * 
CRAFTSMAN 4-H. P. Production Grinder 

Powerful and rugged. Built for service! Greater clearance 

(13 in.) between wheels. Wheel diameter is greater than $2 95 
that. of motor so that work can be ground across face of 

machine, Easy starting condenser-start induction-run 

motor, Has sealed-in-grease precision ball bearings protected against abra- 
sive dust. Perfect fitting wheel collars and rubber mountings insure vibra- 
tionless operation. Two 7x%4-in. vitrified wheels; one coarse and one fine. 
Enclosed wheel guards with rear dust chutes. Adjustable shatterproof 
gluss shields protect operator's eves. Adjustable tool rests, Built-in switch. 
$450 R.P.M. at full load. No load speed, 3600 R,P.M. '¢-in. shaft turned 
down to 14 in. at wheels. Overall width, 1714 in. For 110-120 volt, 60 
eycle A.C, 6-ft. cord, and plug. For safety use goggles (page 27). 
99 PTM 2617—Shipping weight, 75 pounds... . Sone ees 


$26.95 


CRAFTSMAN 14-H. P. Industrial Grinder 


® Hoavy duty, smooth running precision ball bearing motor. 

@ 3450 R. P. M. full lood (3600 R. P. M. no load.) 

® Adjustable shatterproof gloss shields —removable adjustable tool rests. De- 
tachoble water pan for cooling off work. 


protected against dust and dirt. Two fine quality 


$35.95 
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OUNLAP 


S10. ut Par OFF 


DRILL PRESS 


bearings. 


thrust, 


operation. 


quill. 


Ing chuck. 


Modern . . . Streamlined 


© Extra-large, long-life bronze 


®@ Drills to the conter of a 1244-in, 
$ f 5 circle. 


Less Meter spindle bearings. 


a @ Boll thrust bearing absorbs the 


spindle thrust to assure smooth operation. 
® Has ¥-Inch capacity 3-jaw self-centering chuck, 


Experience gained in selling tens of thousands of drill 
presses enabled us to build into this drill our time- 
t ern quality features. PLUS refinements possessed 
y no other drill press! Modern streamlined design . . . 
hinged belt guard easily thrown back to change speeds 
. larger column . . . hinged motor mounting designed 
for quick change of belts . . . circular drum type depth 
gauge always shows depth of holes being drilled. 


Has the rugged qualities and the smooth, easy opera 
tion you'll find only in higher priced drill presses. 
Ideal for drilling operations in the small shop; also 
capable of handling occasional carving, routing and 
shaping jobs, with the proper attachments. Range of 
nine speeds (from 750 to 4,000 R.P.M.) allows efficient 
work to be done on either metal or wood. Ground 
table has diagonal slots to simplify adjusting attach 
ments. Base serves as auxiliary table. Spindle has stop 
collar for drilling a series of holes to the same depth 
Complete with V-belt, 4-step motor pulley, motor 
bracket, and 34-inch capacity 3-jaw chuck. Shipping 


weight, 65 pounds. 


99 PTM 2376—Less motor ; ..19.95 


Finest quality! Fecperly tempered. accurately ground. 
stecl for slow xpeed drill 


When ordering individual drills be sure to state size. 


BRONZE BEARING 


In this cut-owoy 
view of the head of 
the DUNLAP Drill 
Press notice these 
quality features: 


(A) Three extra- 
large, long-life 
bronze spindle 


(8) Bell thrust boar- 
Ing te take spindle 


(C) 6-splined drive 
spindle instead of 
ordinary keyway 
drive, for smoother 


(DB) Ground steel 


ich capedty 
ppp pn ere 


ns 
Sooo 


CAAETSMON Twist Drills and Twist Drill Sets 


ng: high speed for electric drills and drill presses 


Diameter, inch i Vic | Ma Via | ie | be 


Sipping weight jLnz.jt o¢.}1 oz. i of lt or.jl 
2e] 12e) 12¢ 


8 PT 6698-—Carbon Stee! 1da) Ite} tie tie! 7 

9 PT 6699—High Speed Steel 19) 20¢] 2c] 220) 230) 24e 
Blameter, inch He | Ke | | Sie 

Shioping weight |! oz. /t o2.|2 az.|2 o¢ 

9 PT 6698-Carbon Steel -| 140 16e! 18 256 3 

8 PT 6699 High Speed Steel, 290 35e' 43¢ 65¢ 7 

Twist Drill Sets, Handy container included, Sets include $ 


Me. Siz. 44-inch sizes. Shog, wt. 6 ox 
9 PT 6685—Set of 7 CRAFTSMAN carbon steel dritts... 


8 PT G6S86—Set of 7 CRAPTSMAN high speed steel drillx.....$1.79 


22 . . SEARS, ROEBUCK AND CO, 


Hie. Mz. Me. Ma 


SPECIFICATIONS 


For 99 PTM 2376 at lett. 


30 in, 


Over-all Height 


Over-al 9 in. 
Oi teen | __ atm 
Chuck (Threaded) Ye in. 
Spindle (Threaded) 6 Splined 
Spindle Travel Se 
Bearings *P Balt Thrust 
Drills to Center of | 12%4-in. Circle 
Table to Chuck (Max.) 9 in, 
Chuck to Base (Max.)| 121 In. 
Column Diameter 1% in, 
Table Travel” ~~ oO in. 
Table Size 742x7% In. 
Base Size 74x75 in. 
Motor GHP. 
Recommended 1750 R.P.M. 
Speeds (With 1750. | 9: 750 to 
R.P.M. Motor) 4,000 R.P.M. 
Machine and Motor a-step, 
__ Pulleys Supplied 4-inoh 


Mounting Dimensions | 13'4x8% in. 


OUNLAP 3¢-INCH DRILL PRESS — 


® Drills to the center of an 8-inch circle. 


@ High grade auto-lubricating bronze bearings. 95 
@ Ball thrust bearing absorbs spindle thrust. $ 
© Sensitive hand lever feed—spring loaded. 

@ Equipped with quick-adjusting idler pulleys. 

We've made careful comparisons—and honestly believe you 
can't match this drill press elsewhere at anywhere near this 
price! It's a small utility drill built with same rugged column 
construction as our bigger and higher priced drills. 

The DUNLAP %4-Inch Drill Press easily handles both metal 
and wood. Has adjustable drill head and table. 3-speed, 3-inch 
cone drive pulley on spindle is covered by safety-guard. Has 
5-inch square table to give firm support to work. Husky 614x10- 
inch square base. Full 34-inch spindle is reduced to 24-inch at 
chuck. Sturdy column is ground steel, | inch in diameter, 21 
inches long. Accurately machined chuck takes drills up to 
%¢-inch. 15-inch spindle travel, Complete with adjustable 
idler drive and spring loaded feed lever. Over-all height, 30 
inches; width, 634 inches; depth, 1314 inches. Shipping weight, 
20 pounds. 

99 PT 02363... .. 25. Cos BO St bieie Grala A’sls‘a/alans a\ain'gla'g Stee 


(CRAFTSMAN 
BALL BEARING 
DRILL PRESS 


Seors exclusive floating drive 
spindle otsembly assures ex- 
ceptioncily smecth operation 
—even at high speeds. 

Spindle floats free ontircly 
independent of the pulley, on 
precision boll bearings (A) 
within the quill. 

The pulley is mounted on a 
long stool sleeve (C} which, in 
turn, is mounted on on over- 
size precision ball bearing (8) 
in the head. 

Notice the autometive-type 
6-splined spindle (D) and tho 
tepered chuck mount (E). 

This floating drive construc- 
tien ebsorbs belt pull . . . elim- 
inates “whip” . . . essures ex- 
coptionally smooth, efficient 
performance even af high 


Actually Five Machines in One! 
© Three sets of precision boll bearings. 
® 54-inch six-splinod spindle carries 5¢4 to 9 5 

Ve-ineh capacity Jocobs' chuck. $ 
® Drills to center of 1234-inch circle. tons 
® Range of 9 speeds —600 to 5200 R.P_M. Meter 
This drill press incorporates all the basic features of fine drill 
press design, including — precision machining throughout , . . ball 
bearing construction ... and a genuine Jacobs’ chuck! And even 
more, it has the famous CRAFTSMAN “floating drive” spindle 
assembly to assure exceptionally smooth, accurate, efficient oper- 
ation—even when used at high speeds. 

Actually five machines in one! With the proper attachments you 
can easily convert this drill press into an efficient spindle shaper—or 
use it for mortising, routing, sanding, and dovetailing with equally 
fine results. Simple to do. Enables the amateur to perform all these 
operations and to turn out work with the ease and touch of the pro- 
fessional, 

The CRAFTSMAN drill press handles either metal or wood. 
Smooth, uniform feeding is assured by the heavy ground steel quill 
with integral accurately cut teeth. ‘‘Feather-touch” quill lock 
clamps head securely at any desired height on the heavy column. 
Improved table with diagonal! slots can be tilted to any angle. Heavy 
base is machined to serve as an auxiliary table; is slotted for attach- 
ments, Adjustable stop gauge indicates depth of holes being drilled 
and has stop for repetitive drilling. Complete with 5/64 to 14 inch 
capacity Jacob’s chuck (with key), V-belt, motor bracket, and motor 
pulley. Shipping weight, 85 Ibs. 

99 PTM 2380 a'pesriesies $38.95 
All Items on This Page Available on Priority Orders Only. See Page 32 


Less motor. . 


Drill Press Collar 


For 09 PTA 2380 drill or any drill 
with 24-inch outside diameter 
column, Locks under head and 
nupporte the bead in position when 
clamp ts released, This makes it 


Provides a wide speed range for best re- 
sults on all kinds of drilling, routing, etc. 
May be used on 99PT M2380 above, and 
some other drill presses with columns with 
inside diameter of 2 inches (plus or 
ensy to swing bead around for minus .006 inch). Use 4%-H.P. motor 1730 
working at different points over K.P.M. for bigh speed operation. %- 
the table, Makes your drill preas M.P. ts adequate for regular and low 


much exsier $0, handle. Shipping specss, With two vo Us. Pat. 
weight, 2 pounds & ounces. No. 2073704, Shpg. wt., 5 Ibs. 
8 PT 2427... S40 go erz2agz..... IRS 7 £5 I~) 


\ 


ey 
a 


All Items on This Page 
Available on Priority 
Orders Only. See Page 32 


Notice the Speed Range! 


The Drill Preas above fitted with our pat- 
ented mult-speed attachment at beft will 
rove 20 different speeds ranging from 200 


R.P.M. (half the speed of ordinary slow 
speed drill presses) to over 10,000 LPM 
Slows down the drill for proper drilling in 
metal—atdd increases the R_P.M. for more 
efficient routing, cfc, See the chart above 
for a graphic illustration of this wide range 
of speeds. 


SPECIFICATIONS 
Over-all Meight 35% in. 
Over-all Width T1i4 im. 
Over-all Depth 

(With Meter) 24 In. 
Jacobs’ Chuck — “a to % In. 
Spindle (Tapered) 6-spline 
Bearings 3 ball 
Drills to Center of 1234 In. circle. 
Spindle Travel Sin. 
Table to Chuck (Max.) 8%. in. 
Base to Chuck (Max.) |~ 13% in. 
Column Diameter 2% In. 
Table Travel 9%e in. 
Table Size SxSin. 
Base Size & x 9 in. 
Depth Gauge Otedin.; — 
_Graduated erin. div. 

9: 600 to 
Speeds | 5200 RPM, 
Motor Recommended ee Ee 


4-step, 5-in, 


__Pulleys Supplied anes 
9% «144% In. 


Mounting Dimensions 
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eut screw with knurled end for fast action 
and bar for locking. 2 
Over-all length, [2 inches. Lugs arit. Package 
are provided for bolting to table. Complete 
with 2 extra jaw 
and swiv 
Shipping weight, 4 pounds 


9 PT 2436. 
24 .. SEARS, ROEBUCK AND CO. 


x 
CRAETSMA 


OUNLAP Drill Vise 


Insure accuracy with this viee by holding Has 
the work firmly in position while it is being 
drilled or worked on. Increases the range 
of work your drill will handle. Makes 
working with small pieces much more con- 


Strongly built; smooth working. 
non-rusting finish. Accurately 
S¢-inch jaws open 3 


one for round or irrerular 
jaw for tapered pieces. 


....$2.75 


chuck. 


Sanding Drums 


%-inch 


diametor wanted. 
9 PT 2442 
13-inch diameter. 


Sinech diameter. 


shaft. Use in collet 
l inch wide. State diameter. 
9 PT 2439—Shipping wt... 4 ox drill 
14-inch diameter 
2-ineh diameter... . 
3-inch diameter . 
Replacement Sanding Sleeves. For 
sanding drums above. Fine or coarse 2 Morse 
aix. Siete grit and 


Shipping wt., 3 ox. 

Six for. 39¢ 
2%-ineh diameter. Six for 39¢ 
Six for. . tr 490 


(CRAFTSMAN DRILL PRESS 
HEAVY DUTY TYPE 


Exclusive column-type 
teble support essures great 
strength and rigidity te keep 
teble in accurcte clignment 
even under very heavy drill- 
ing loads. Table tilts any angle 
te 90 degrees both ways. 
Gradvetod seole shows angle 
of 1%. Hes @ locating pin for 
vse in resetting table of mor- 
meal level position. 


$1.10 


Tapered Adapter 
Handy 


enables you to 
fit a male taper shank 
to a male taper 
65c¢ spindle. Fits on any of 

our tapered spindle 
95e  Grilla and is locked firrn- 
ly into position by 
knurled ring. Takes No 
taper shank 
drills, Ae 
machined and finished, 
Available only on Prior- drill 
ity. See Pege 32. Shp« 
wt., 5 oz. 


9 PT 2445....... 98c¢ 


STREAMLINED DESIGN 


4995 sa 


bly insures smoothes! possible 
performance. 
Without Meter 


*® Equipped with four sets of pre- 
cision ball bearings. 


® Modern design . . . hinged motor 
mounting .. . hinged belt and pulley guard completely 
covers pulleys and belt for safoty. 


© Tapered type spindle has 6-splined drive. 
® Equipped with O-inch to 44-inch Jacobs’ chuck. 
® Drills to the center of a 13%4-inch circle, 


Has features you'll find in no other drill press made! 
Modern streamlined design . . . Hinged belt guard sup- 
plied as standard equipment—completely covers pulleys 
and belt . . . Large column .. . Hinged motor mounting 
.. + Column type table support. 


Heavy duty construction! Has the strength and rigidity 
to handle the heavy feeds—PLUS the accuracy and pre- 
cision necessary for delicate high speed work! Will do 
shaping, mortising, routing, sanding and dovetailing with 
proper attachments, Handles either metal or wood 


Sears time-tested “Floating-Drive” spindle assembly 
absorbs belt pull and eliminates ‘‘whip’’ ... assures smooth 
operation even at high speeds. Spindle floats in pulley so 
that only the turning force is transmitted from pulley to 
spindle, Pulley is carried on two sels of procision ball 
bearings and spindle is carried on two entirely separate sets. 


The hinged motor base makes it very easy to change 
belts for different speeds. By throwing the lever lock the 
base is released. Pushing out on the lower end of the 
motor brings the pulley in, thus releasing belt tension. 


Ground gray iron table is ribbed for extra strength and 
is carried on the new column type support shown and 
fully described at left. Has a new tool ledge to hold 
drill bits, etc. Holder is provided for chuck key. Heavy 
base is machined to serve as an auxiliary table. Stop 
gauge indicates the depth of holes being drilled, and has 
a stop for repetitive drilling. Spring-loaded feed is adjust- 
able for tension. For complete specifications, see table 
on opposite page. With 5% to 34-in. capacity Jacobs’ 
chuck (with key), V belt, and motor alles Shipping 
weight, 98 Ibs. 


lf 


Drill Press Book 


Drill Press Collar 


Locks on column under head. Over 100 drill preas 


Supports head when clamp is 
released. Makes it easy to and illustrated! 
ewing head. Available only on 
Priority. See Page 32. 


» +4 4 m 
with 23g-inch outside diameter 
column. Shipping wt., 

hurately 


9 PT 2421—Not shown. For 
Shipping weight, 


2 ounces 


9 PT 2921 


drilis with 24-inch outside di- 
ameter column. Ship 
ping weight, 3 Ibe . $1.10 


operations described 


much better drill preas 
work, and put your 
8 PT 2429—For drills on the drill pres to many 
opposite page and other drills more uses. Deseribes 
use of accessories 
available and suggerta 
4 pounds 8 ounces $1.10 many helpful home 
muuie aids to better 
on thie page and other Work. Has &2 pages 


(CRAFTSMAN DRILL PRESS 
INDUSTRIAL TYPE 


OUR FINEST DRILL PRESSES! 
“senate g 46° 


@ Equipped with 4 sets of pre- 
cision ball bearings. 


® 54-inch 6-splined avtomotive 93 PTM 2407 
type spindle. Withest Meter 


© Equipped with 0 to 44-inch Jacobs’ key chuck. 
@ Drills to the center of a 15-inch circle. 


Our finest drill presses—masterpieces of precision 
construction and smooth, vibrationless performance! 
Hundreds are in use in great industrial plants and 
important defense industries! 

Both models have the sensational “Floating 
Drive” spindle assembly to assure exceptionally 
smooth and accurate operation at all speeds. Drive 
pulley Is mounted on heavy tubular steel sleeve supported 
on two sets of heavy duty deep-row precision ball bear- 
ings inthe drill head —entirely independent from the spindle. 
Absorbs all side pull from the belt and transmits only 
a turning force to the spindle. Spindle itself is 
mounted on two sets of heavy duty deep row preci- 
sion ball bearings within the quill. 


shy 9 gauge graduated in '¢-in. divisions. Table 
may be tilted. Spring tension on chuck return has 
ratchet adjustment. Tempered steel spring is clmost 
twice as large os those usually used! For wood or metal; 
also for shaping, mortising, routing, sanding, dove- 
tailing with proper attachments. Available on Priority 
Orders only. See Page 32. 


CRAFTSMAN Heavy Duty Bench Model Drill Press 
99 PTM 2407--With motor pulley. belt and Jacobs’ chuck 


(0 to %-inch). Less motor 
Shipping weight, 115 pounds $46.95 
CRAFTSMAN Heavy Duty Floor Type Drill Presses 
99 PTM 2392—\With motor pulley, belt and standard pulley 


guard. Less motor and head lift. 
Shipping weight. 150 pounds : $49.95 
but with head lift 


89 PTM 2423—Same aa 09 PTM 2392, 
and hinged belt and pulley guard (illustrated in email 
insert). Without motor. Shpg. wt., 185 Ibs ..$72. 50 
Combination Heod and Table Lift. For easy raising and lowering 
head or table of above floor model drill presses. Has crank, 
bevel gears, raising screw and ball thrust bearing 

$1.45 


Items on This Page Available 


on Priority Orders Only. 
See Page 32 


89 PT 02419—Shipg. wt.. 15 Iba 


All Items on This Page Available on 
Priority Orders Only. See Page 32. 


Floor Type Drill Prosses 
(79 PIM 2423 is ilos- 
trated above), are almost? 
6 f. tall, big, heavy 
T7tkuad-in. bore Base is 
slotied for cttachments 
but not ground, 


SPECIFICATIONS ‘ 


SOPTM2382 | S9PTM2407 | 99PYM2a92 
Over-all Height _ 36 in. |__ 39% in. me 1% 
Over-all Width 12 in. 12% in, aay in. 
bho rid ee 24 In, | 26 in. 26 in. = 
Jacobs’ Chuck | %, to %4 in. O to 4 in. 0 to % in. 1 Spreds Heiew 1000 2 P. oo — = eran tier ORE 
Spindle (Tapered) 6-epline 6-spline 6-spline aot Speeds Below 4000 8. P. Mt | Low Speed 480 to COO 8 P.M — 
Bearings z 4; ball 4; ball 4; ball 
Drillsto Center ot | 13'4-in, circle | 45-in. circle 15-in.cirele 
Spindle Travel 3 in, 4 in. 4 in 


Table to Chuck 
Base to Chuck 


11% In. (max.) 
|1a\e in. (max.) 


11 in. max.) 
“46 in. (max.) 


“Hi in. (max. 
_47 in. (max 


Column Diameter 2\% in 2% In 2% in = = 7 aa 
(Outside) hdd water hier Multi-Speed Attachment Proper Drill Speed for Every Job 
Table Travel 11% in. 17 in. _|___ 44 in. The right speed for every job! The The many uses of CRAFTSMAN drill presses call for a 
Table Size 929% in. 10 x 10 in, 10 x 10 in, chart at right shows how the wide rane of speeds. The right speed means better per- 
Base Size ~ Oxtt im 10 x 10 in. 74x24 in. CRAFTSMAN multi-speed attach- formance and longer cutter life. Our patented multi 
- _ | as a? ment (Pat. No, 2073704) enables speed attachment (illustrated and listed at left) will 
Depts Sane pom get le I am tear I athe “aivisions you to get the most out of your convert a Gepeed CRAFTSMAN drill press into a 20- 
- e S00 to 5200 | : S00 to 5200 ie S00 te 5200 drill. Finest ball bearing construc- speed drill. Of these 20 speeds, eight are from 200 up to 
2 ° oS f : © belt tensions are 1000 R.P.M., a complete range for the low speeds re- 
Speeds tion, designed so hel sions @ : om plete me e r 
wo R.P.M, R.P.M. | _R.P.M. easily adjusted, H{ used to secure quired for metal drilling even with !4-ineh drills. The 
‘ high speeds. we recommend <- other speeds are from 1000 to 10,000 R.P_M.—offering 
M ‘ U6-H.P. | 3 15-H.P. 14-H-.P. ul ha = F a 4 
y- pena 4780 dante es a750 Lat is or et H.P. 1750 R.P.M. motor (Pages 20- the correct and most efficient apeed for wood drilling, 
eee wk | 2)). Fits drills on this page and shaping, routing, carving, otc. Thus, with o speed 
Pulleys Supplied | 4-step; Sin. | 4-step; 5-in. 4-step, 5-in, some other drills with inside colurmn range starting at half the R.P.M. of the ordinary slow 
Mounting 5 diameter of 2}4-in, plus or minus speed drill up to 10,000 R.P.M. your drill ean handle 
Dimensions 1014x714 in, | 10%— x 17 in. 10'—x17 in, 005. Shpg. wt., 5 Ibs. almost any job at the proprr speed for the cutter being 
= 9 PT 2394... $7.25 used 
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CRAFTSMAN MULTIPLE 
DRILL PRESSES 


SPECIFICATIONS 7 


S9PTM2419F | SSP TM2413F SS PTMI24146F 


Number of Spindles 2 3 \ 
Over-all_ Height 78% in. | 78% in. R 
Over-all Width 30 in. 53 in. ; 
Over-all Depth f 
(with motor) __ 31% in, 31% in, 
Table Height 31 in, 31 in. 
Table Working 
Surtace = 21x26 in. 21x49 in, 
Table Shell 14x29 in. | 14x52% in. | 
Table to Chuck f 
(maximum) ___26 in, __ 26 in. j 
Front of Golum#n ‘ 
to Center of Chuck 7% in. 7\% In, __ 7% im 
Front of Column 
Support Bracket to 
; Center of Chuck 6% In, 6% in, 6% In, 
| Center to Center : 
of Colurmns 13 in. 17 in, 12 in, 


Drill presses furnished with these units are same as our $9 PTM 2407 (for is 
description and specifications see poge 25) without regular table or base 

bet with column support bracke! and time-seving heed fft. Head lift y 
hy permits operator to raise or lower heed by timple crank adjustment, 

. Heed is rigidly clomped to column by coordinating lock. Lock will not 
score column. Elevating scrow turns on ball thrust bearing at lower end. 
Easy and smooth working. A great time-savor in meking work set-ups, 


~~ 


Designed to meet the ever increasing demands of 
production, Built for heavy duty, day-in and 
day-out service in factory and industrial plants. 

Our famous CRAFTSMAN industrial type 


drill press (page 25) mounted in tandem on a 

2-Spindle Unit—Lese Motors modern factary bench. Bench is of rucged and 

massive construction with precision planed oil 

table for supporting heavy work. Streamlined bench legs are of heavy cast iron, 
rigidly braced. Dark gray finish. Convenient wood shelf for tools. etc. 

Each head is furnished complete with motor mounting bracket, belt, palley for 
}4-in. diameter motor shaft, and a built-in 10-ampere 110-volt switch for single 
phase A.C. Ali models shipped from factory in southern Michigan. 

99 PTM 2412F—CRAFTSMAN 2-Spindle Multiple Drill Press Outfit, Lon 
motors. Shipping weight, 660 Ibe......... $220.00 


99 PTM 2413F—CRAFTSMAN 3-Spindlo Multiple Drill Prem Outfit. Less 
motors, Shipping weight, 1100 Tha... eee cece ene $2345.00 
99 PTM 2414F—CRAPTSMAN 4-Spindle Multiple Drill Pross Outfit. Lease 
motors. Shipping weight, 1200 Ibs...,..... Seaehbes abate mblels gta atuaia $385.00 


AVAILABLE ONLY ON PRIORITY ORDERS. SEE PAGE 32 


CRAFTSMAN DRILL PRESS MILLING VISE 


Use this drill press milling vise to increase the usefulness of your dill 
95 prees! This versatile accessory enables you to put your drill press 
$ to many more uses... to handle all types of accurate drilling, layout 
and spacing work—straight lines, radial and circular work; and also 
light milling. Can also be used with shaper, milling machine and 

lathe for any jobs in which accurate feeds in two directions are required 
Rigidly and ruggediy built for heavy duty use. Bolts on drill press table or base. The work 
is locked on the mulling vise table between two adjustable jaws that slide in T-slota for desired 
Honing—quickly and securely clamped in position by means of socket-head cap screws 
y use of the two cross feed controls, work may be moved as desired. Upper slide in graduated 
through 180 degrees (90 degrees night and left) so vise table may he rotated to any angle and 

set accurately. 


Machine ground table is 7x7 inches. The travel on both croes feeds is 6 inches. Feed screws 
have Acme threads, and convenient ball crank controls with steel collars showing graduations 
in thousandths. Capacity of the vise is 344 inches. Husky jaws are 3 inches wide; 15¢ inches 
high. One jaw can be awiveled to grip irregular work; other jaw has movable face which is 
tightened to hold work after both jaws have been clamped to table. Dovetailed ways are care- 
fully machined and fitted for smooth, accurate operation at all times. Complete as shown, 
with wrench and necessury bolts. Available only on Priority orders. See Poge 32. Shipping 
weight, 18 pounds. 


89 PT 02432—CRAFTSMAN Milling Viae.. rewtsus ..$22.95 


Heat Treated Tool Steel Cutters for routing, carving and dovetailing 
A complete set will equip your drill press for accurate carving, round end mortising All cutters are perfectly ground to exact dimensions. Past, free, clean and smooth cut- 
dovetailing. boring, round edging, reeding and general routing. Made of first ting. All have }¢-inch shanks to fit collet chucks for tapered spindle or for \-in. 
quality high carbon tool steel, carefully heat treated for keen, long-lasting edges thrended spindle. Do not use these cutters in Jacobs’ drill chucks. 


$ PT 2400 9 PT 2401 8 PT 2402 9 PT 2403 8 PT 2404 9 PT 2405 9 PT 2409 9 PT 2410 9 PT 2411 9 PT 2415 9 PT 2416 
M-inch S¢-tneh 44-inch 4-ineh Se-inch 1-Inch \-in. Dove- %-tn. Dove- 4-In, Dovetall t4-in. Carving -ln. Carving 
Router Kouter Router Router Router Router tall Router tall Router Router outer Bit Router Bit 
69¢ 85c¢ 98c $1.10 $1.25 $1.59 79¢ 85¢ 89¢ $1.9 $1.35 


Shipping weight of the above accessories ta 6 ounces each 
26 . . SEARS, ROEBUCK AND Co, 


CRAFTSMAN 6-inch Grinder 
Heavy duty, precision-built ball bear- 

ing grinder. Sealed against dirt. 10-inch $895 
clearance between wheel centers. 
1214x34-inch spindle turned down 

to l4-inch at ends. Hooded frame for safety. 
Complete with adjustable tool rests and wheel 
guards;2 CRAFTSMAN 6x1-inch grinding wheels, 
1 fine and 1 medium; machined steel collars, 
42x14-inch V-belt, and 2-step pulley. (1 and 2-in. 
diameter). Drives from below or behind. Blue 
finish. Shipping weight, IS pounds. 

99 PT 06649... 


GRINDERS .. POLISHING HEADS 


DUNLAP 6-inch Grinder 
A sturdy, smooth running grinder 
with full 7-inch clearance between 
wheel centers. 8)4-inch spindle ia 
54 inch in diameter, turned down to 
% inch at ends to fit standard 
wheels and accessories. Extra long bronze beerings. 
Adjustable wheel guards and tool rests, Shielded 
two-step V-drive pulley for either 3¢ or }4-inch V- 
belt. With two DUNLAP 6x34-ineh fully vitrified 
grinding wheels; one fine grain, and one medium 


grain, Oil cups. Blue enamel finish. Shipping 
weight, 15 pounds. 
99 PT 06648... .$6.39 


FULTON 4-inch Grinder 
A low priced 


eneral purpose grinder 
for home or a Keep your vg 1 3 
sharp, Can be driven from below or 
behind. Gray iron frame. Enclosed 
drive pulley. 7x4¢-inch steel spindle 
turned down to 4% inch at ends: fits all standard 
wheels anid occessorics. Oilite bronze bearings. 2- 
inch diameter V-type pulley for % or 4%-inch 
V-belt. With two fnst-cutting 4x4j-ineh grinding 
wheels, one fine grain, and one medium grain. O 
cups. Adjustable tool rests. Blue enamel finish. 
Shipping weight, 6 pounds 2 ounces. 


9 PT 6639 $2.39 


FULTON and oUNLAP Polishing Heads 


Will restore a keen cutting edge to any tool or 
Positively will not draw the tern 

Highest quality natural Ohio 
grindstone; 10-in. diam., 13§-in, face, Stone 


knafe. 
out of steel. 


OUNLAP 10-inch Wet Grinder 


$995 


rotates in bath of water; drain plug in base. 


Splash guard over stone. 


Built-in jack shaft for reducing 


motor speed. Heavy cast iron frame prevents vibration. Long 


life bronze bearings. %-in. adjustable tool rest. 
Use 134-in. motor pulley on 1750 


drive pulley and V-belt. 
R.P.M. motor, Blue finish 


99 PT 06620—Shpe. wt., 34 Iba. 


Safety Goggles 


With 6-in. 


Buffing Compound 


FULTON. A good low priced 

polishing head for home or shop. 5 

Head is 7 in. high, has 7% x}4-in. 

spindle: equipped with machined 

steel collars and oil plugs. 2-in. 

V-type pulley takes 34 or 44-in, V-belt. 

9 PT 6613—Shpe. wt., 3 lbs. 4 of... $1.26 
DUNLAP Stenderd, Sturdily made of high grade 
materiale. Equipped with long-life ollite bronze 

bearings. Can be driven fram below or behind. 8x}4- 

in, steel spindle. Machined steel collars. 1%4-in. 

V-type pulley for either % or 34-in. belt. Height, 

74 in. Blue enamel finish. 

9 PT 6642—Shpxg. wt., 3 Ibe. 12 of.... -$1.39 

\4-inch 3-jaw chuck for above polishing heads. 

9 PT 2130—Shpg. wt.. 5 oz. (Not Shown)....39¢ 


Cloth Buffing Wheels 


DUNLAP Heevy Duty. Once you 

have used this polishing head 
you'll wonder how you ever got 
along without one. It's one of the 
handiest all-purpose tools in your 
entire shop. Sharpening tools, removing paint or 
rust, grinding, polishing, driling—with proper 
accessories, this hend will handle them all. Lonz- 
life bronze beerings. Heavy cast iron frame. 044x%4 
inch steel spindle takes all standard accessories. 
Precision built 3-jaw chuck takes drills up to 4%- 
inch. Can be driven from below or behind. Care- 
fully machined steel collars. Hooded frame protects 
2-inch V-type pulley; use % or 44-inch belt. Oil 
plug. Overall height, 834 in. Blue enamel finish. 
Shipping weight, 8 pounds 4 ounces. 
9 PT 6643.. ‘ : 


Wire Scratch Wheels 


Everyone using grinding For producing a lustrous Twenty thicknesses of first quality bleached Fully vitrified. Fiat face. For removing paint, rust, ecale, 
wheels of wire scratch wheels satiny finieh on metal. Ex- muslin, hand sorted and graded to standard. § PT 6412—Fine grit for teuffing tires, ete. in. size 
should wear safety goggies cellent for plastics. Ship Pieced construction with Pull. diac CONST, 9 PT 6411—Medium grit has oe Pat de Pa — eize 
Protects eyes against fivin ping weight, 5 ounces Strong %-in. epiral sewing rimmed an sThic ao has or %-in. hole ‘tate di- 
particles hick Spatterprool § PT 2876—le-Ib i5¢ balanced. Kaked edges. Huffing wheels ae on Ea ameter and hole size, 

glass lenses, Non-corrosive, 9 PT 2870~— Rouge Burt- that will Last longer and stand up better un- 4in. % in. |1 Ib. $0.85 9 PT 6480—Coarse 

strong metal frame. Wire jng Compound. Useafter det bigh speeds, '4-in. center hole. 4 is. % in. ib. ‘ oz 192 44Inch. Shpg. wt., Sox 35¢ 
mesh side screens give added using above compound to 9 PT 6490.-State diameter wanted, 6 im. Fis 2m ibe is abe 1.29 6-inch. Shp. wt., 11 oz.....45¢ 
protection, Shipping weight, give very fine smooth 4-in. diameter, Shpz. wt., 20x. Each 10c oi 4 ia. Ibe 1 os 1:33 9 PT €482—Fine 5 
10 ounces fimish. Shp. wt., 6-in. diameter. Shpg. wt.. 3 oz. Each..15¢ 5 in 1 ‘2 ike os 1.55 4inch. Shpg. wt.. 5 ox... 45¢ 
9 PT 6401. $1.50 50x. Ya-lb I9c 8-in. diameter. Shpg. wt., 402. Each. 26¢ Laws a a, 6 oes te 6-inch, Shpe. wt. Il oz.....55¢ 
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OUNLAP 


UE OMe TheDe wane 


METAL-TURNING LATHE 


Sensational offset—center construction 
for smoothes! most accurate operation 


Detailed view of com- 
pound rest with ad- 
justable gibs and lock 


6-INCH SCREW CUTTING LATHE 


® Accurately machined V-way bed. 
$ & ® &-in, swing, 18 in. between centers. 


% ® Built-in bock gears—give slow speeds 
Over-all Height — im Spindle { No. for more power, botter metal turning. 
__Over-all Width | i. Bearings Type Bronze ® Cut threads from 8 to 96 per inch, right or left hand. 
. va 3 . . 
en ea ee MN ae ( pore ; 7% go Poa - | The only complete back geared, screw cutting metal turning 
= : eadstoc one -in. 24-threa a rpg b BRS SeppRenSy ne ; pak d 
mr Roe Se Taper tance. Oheree lathe we know of in this price range. Has many of the 
| Hole % in, outstanding features of the CRAFTSMAN metal turning 
Between Conters 18 in. : 
_ = lathe described on the opposite page—including back gears, 
Back Gear Bearings 4 Bronze Spindle Speeds | special threading gears, enclosed gear case, threading dial, 
Back Gear Ratio 5 toy Tallstock Ram Travel I 4-in. face plate, graduated compound rest (swivels through 
.0024; .0039; | Tailstock Set Over = ; 360°), special 4-step motor pulley and V-belt. 
Feeds 0048; .0078 ae eer pe er eer | 
eee |__ compound Rest Travel ‘ Metal turning speeds are always slower than wood turn- 
Thread Range a i Eros Stide_ Travel ' ing speeds, particularly on large diameter work. The back 
<a! ole OF Eee. * Center No, 0 Morse Taper | gears have been specially designed to give this slow speed, 
j . ¥ %-H.P. | resulting in greater power and more accurate metal turning 
(Size g-in. 29 Acme] Motor Recommended i OF 7 1 & po ( g 
Lead Screw | Thread 16 per inch - ti HEAL | with a total range of 8 speeds from 116 to 2040 R.P.M. 
Mounting Oimensions 5x24 in, : 
= | Offset center construction keeps pressure of work on the 
Has knock-out centers in headstock and tallstock. Teilstock may be sat over for turning tapers. : tool bit between the ways—even when handling larger 
Cross feed and angulor feed are gibbed for tckeup. Full length lead screw for longitudinal | work. This overcomes one of the great disadvantages of 
feed of carriage. All in all, a lathe that gives you mony of the features and advantages of } ordinary amall metal turning lathes—and assures smoother 
lorger, much higher priced machines. Check the specifications. } and more accurate performance than has ever been possible 
. A before in a small lathe. Shpg. wt., 56 Tbe. 
— - - ‘ 
oo 99 PT 02062— DUNLAP Metal Turning Lathe. . $33.95 
Lathe Dogs Accessories for above lathe Jacobs’ 14-inch Chuck Back Gears Assembly 
® Holds work firmly s assures a better © No. 0 Morse foper spur center. Use Mounts on arbor 9 PT 2131 below; fits in ® Use on S9OPTO2O46 or O9PTO2063 
eut, Choice of 4, 4, 1 or 144-in for wood turning head or tailstock of 99 PT 02062 lathe lathes (listed in previoun catalogs) to 
capacity. State size, 9 PT 2108—Shpz. wt., 3 oz 59c¢ above. Available only on Priority. See Pege replace regular headatock pulley; give 
9 PT 2078—Shpe. wt.. 8 ox 45¢ ro) No. O Morse taper cup conter. 32. Shipping weight, 2 pounds stower spindle speeds with much greater 
OPT 2109-——-Shpe. wt., 3 oz 59c Has Z143—Cavecity, je to Y-in $6.00 pore Gears are contained within pul 
2 —~ Capuc ‘5 to %-i B «8 fs t< wo 
4-Jaw Lathe Chuck © Neo. 0 Morse taper 60° center, @ Ne 0 Morse taper arbor. lor above ob gg, BiB cory Pek cy wMlaeth on eu 
: k : 9 PT 2103-—Shpg. wt., 302... 55€ 9 PT 2131—Shps. wt. 3 ox 79 ment hpr. wt. 2 tbe. 8 oz 
@ Fits WPT02062 Inthe above. @ No. O Morse taper work arbor. 34-in 3 9PT 2082 Pepetoer © A )-) 
Diameter, Sin. 4 steel jaws move 2i-thread. Use this arbor when Center Rest Chuck 
independently ond are reversible for mounting drill chuck, buffing, grind To support centerless armatures. Mounts Threading Gears 
large work of irregular shapes. Aceu- ing and wire scratch wheels on atbor ? PT 213% below; fits in tailstook Use on 99PTO2010 or GOPTU20S3 
tate its | in. 24 thread spindle. 9PT2104—Shpy. wt. 5 on 79¢ of 99 PT 02062 lathe above. Available ontyen © lathes (listed in. previous catalonst 
ith key and back plate. Available 5. Tak o jority. Seo Page 32. “1s sas Tena > 26 per inch. With 
wi on by. ue Poe 3, irpiegemner ioe "296 PRE Se tie yg S000 Coatuariycme an 
9PT 2137—Shpr. wt., dibs. $4.95  9pt2132—Shpe. wt., 12 o: 65¢ OSS r ssa see eee og OF MOTE oa GPT 2083—Shpg. wi., 10 Ibs. $9.95 
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(CRAFTSMAN 
MODEL MAKERS LATHE 


Precision-Built! Guaranteed 
Accurate—Within 1/1000-inch! 


All Items on This Page 
Available on 
Priority Orders only. 
See Page 32 


@ 6-in. swing . . . 30-in. bed... 18 in, between centers. 


@ Back gears give 16 speeds—54 to 3225 R.P.M. A 
correct speed for all turning, finishing, polishing. 


© Adjustable cuto-lubricating bronze bearings . . . Ball 
thrust bearing absorbs spindle thrust. 


Ueetapagya unit © Cuts threads from 8 to 96, right or left hand. 
Uvedydgeatin! 
se 


UNMATCHED ANYWHERE AT THIS PRICE! 
SPECIFICATIONS | s7 450 Aol precinent bath eoeal tine tie 


Over-all Height 10% in. like this! It actually matches our big 


Over-all_ Width —_ | _ 21% 1 Back Gear Ratio (Approx. neste —_ CRAFTSMAN screw cutting lathes 
Over-all Length 93% tn. nS (Pages 20 and 31) in accuracy and precision! 
(Without motor) : Feeds -0039; .0048; Massive, semi-steel precision-ground bed. Carriage has 
Swing Over Bed _S. in, 0078 hand wheel for manual operation and feed lever for reversible 
Swing Over Carriage ee Thread Range sey are automatic power feed, Heavy ground steel spindle is carried in 
Distance Between Centers) _ oe : adjustable bronze bearings. Graduated compound rest 


No, Tailstock Ram Travel 1% in. 4 ¢ oe" 4r tap: - 
Spindle Bearings 1 Type Oilite bronze Cross Slide Travel a swivels through 360 degrees. Spindle pulley has 60 indexing 
Countershait and fj No. | a Sammaeind Haak Tiaaed 7% Fy holes, Compound rest, carriage, ete. are fully gibbed for 
Back Gear Bearings | Type) _Oilite_bronze a take-up. Tailstock has set-over for taper turning. 

Size S%xt% in, | Tailstock Set Over Me in. 

Nose t-in. 8 RH. | Speeds = 16: 54 to 3225 Equipment includes graduated compound rest, tool post, ring and rocker, 

te rea eee | inch tool bit, bench type courntersiialt, motor pulley, beita, face plate, 

Spind thread » I Lt hit, bench ¢ tershaft rt ley, betta, fi lat 

Taper} No.2 Morse | potor Recommended “a or 44-H.P. threading dial, change gears, lathe dog and three wrenches, Complete 

Hole | Hain, met 1750 R.P.M. directions also included. Shipped from factory in Southern Michigan. 
Talistock Taper | Ne. 1 Morse | Mounting Dimensions 4% x 27%. in. 99 PTM 2048F—Shipping weight, 110 pounds................ $74.50 


All tems on This Page Available on Priority Orders Only. See Page 32. 


Yd 
06 


Tool Holders 6 Formed Tool Bits Jacobs’ Headstock Chuck Holding Collet 

Fit lathe a dove. Finest construction through- Me-ln. bita to Nt toal hold ® Fite i-tneh S-thread spindle. Accurate and convenient for ‘This device will bold 
out. Special drop forged steel. heat treated ere at beft. Ground, ready Diameter, 34% Itnchea. Ship- bolding amall work. Capacity, threaded-hole angular 
am) hardened. Accurately machined. Set for use. Shpg.wt., box ping weight, 2 pounde Oto &% inch. Fits t-inch 8-thread milling and keyway cutters 
screws are best alloy steel. Those holters 9 PT 2043-—Set of f $1.60 8 PT 2085 $1.59 spindle. Shpg. wt, 4 tba, and %-inch end mill (See 
using tool Bits use H¢-lneb bits Tool Post Set 9 PT 2044........ $12.00 Page $2). Shipping weight, 
@3,Pr 2037—Cut-Of Tool. oo! Fost se Independent Chuck Steady Rest 2 pounts. 

Shipping weight, 14 of $1.90 Set ineloden four boring Four reversible jawa move In- eady hes OPT 2059..... $6.45 

bars, Internal threading depeniently of each otber. 4 ® Mounts op bed. Gives addi- 


@2,FF 2031— Threading Teel. 9 95 tool and external turning and 


tional support. when turnt 
Shipping weight, 14 ox Ehréedine tecla: eet ot pone: gn Pc = s Milling Attachment 


inches 2 «tn. 
ches in diameter. Fite §-\o Jong pieces. Handles diameters up 


S-thread spindle, Shipping wt 


©¢rr 2033- Start eee 1.35 ans, Shoe. we 14 bask 1-3 25 + Ibe. 2 on = to 2% tn. Shipping weight, Giba. 5 oz, Has a graduated swivel 
see oad, eigta Hondo wersing Switch “stuck Usivereal Check, Ehacacciguat o> Sue ue ape 
Oieiaer shne wt. It om. 1.35 Reversing mite ,  4&inch Universal Chuck Follower Rest gblects. Vise capacity, 
Por reversing rotation © . 2-tne rctics » AS 

© 3,Pr 2035 ~Left Hand Toot l 35 moter and spindle Not S-jaw: self centering, Fite I-in. ® Mounts on back of carringe fnebes, Graduated aaatlat 
Sapo Rpapiges wt, Ii ee . for KR. L. motors. Shpe. wt.. paarend, spinels, eg shown). slide a stopors slender work. swivel Shipping welght, 

—Kaurling ool, 5 Iba : = 80 Shope. wt. bs. S on. iba. 8 oF. 
Shipping weight. }hoz......-. 3-60 gpra2oa9........$5.45 gpra2iaa...... $18.45 ger2od2..............$2.95 grt 2087..... $14.95 
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cRAl 


TSMAN 


CTS 


METAL LATHE 


SPECIFICATIONS 


Over-all Height — 191% in. E 


Over-all Width 2645 in. 
Over-all Length 45in. (42-in. bed) 
Swing Over Bed __ 12% In, 


Swing Over Carriage 8% in. 
Main Spindle Bearings 2; babbitt 


Countershatt and Bach 


Gear Bearings 4. oilite bronze 


Nose 14 in; 8 R.KL 

Taper No. 3 Morse; 
Spindle f sleeve to No. 2 

Hole 2Sierin. bore 


flack Gear Ratio About 6 tot 


*» int 8 Aome 
threads per in. 
Tailstockh Ram Travel 2% in. 
Gross Slide Travel 6 in. 
Compound Rest Travel ___-2%ia In. 
Tailstock Set Over __% in. 
Speeds 16; 25 to 2072 - 
bs or “%-H.P, 
1750 R.P.M. 
2-step; 84% in. 
and 7‘; diam. 
2-step; 4% and 
2-in. diam. 


GMex35%e in. 
(for 42-in,.bed) 


Lead Screw 


Motor Recommended 


Countershaft Pulley 
Supplied 


Motor Pulley Supplied 


Mounting Dimensions 


se AS 


Metal Lathe Manual 
® 234 pages of sound, pr 


easy-to-follow directions, Fully 
iMuetrated with photographs and 


wings, Stig. ih 
sera *" $1.00 


9 PT 20 


Gz or Ye-inch size 
Ping rt vi 1 ounce 
1 ° 


GUARANTEED ACCURATE TO WITHIN ONE-THOUSANDTH INCH 


119° 


83 PTM 2055F 


This 12-inch 16-speed screw cutting metal 
lathe is built to meet the most exacting de- 
mands of master craftsmen and industrial 
shops. Accurate within 1/1000th inch, 

Has heavily reinforced semi-steel bed with 
precision-ground ways. Heavy duty ball 
thrust bearing in headstock coupled with line 
reamed babbitt bearings insures smooth op- 
eration. Semi-steel tailstock has %4-inch set- 
over for taper turning; is fitted with center 
ejector and coordinate ram lock; ram is 
graduated in l6ths of an inch and has 214- 
inch travel. Non-slip V-belt drive has adjust- 
able belt tension and release lever. Heavy 
semi-steel carriage has adjustable gibs for 
take-up. Reversible longitudinal feed is pro- 
vided to the carriage. Feeds and thread 
range are same as in Deluxe lathe on oppo- 
site page. Threading dial supplied as stand- 


All Items on This Page 
Available on 
Priority Orders Only— 
See Page 32. 


* Semi-steel headstock has high speed line reamed babbitt bearings. 
® Countershaft is part of lathe; a complate unit with motor mounting. 
® Thread range: 4 fo 96 threads per inch, right and left (standard). 

® Husky back goors make slow speeds available for hoavy cuts, 


ard equipment, Outs metric as well as stand- 
ard threads. Compound rest swivels and 
locks at any angle and is graduated in one 
degree divisions from 0 to 180 degrees. 

Headstock is equipped with indexing de- 
vice so work may be evenly divided or fluted. 
Headstock spindle has No. 3 Morse taper 
with sleeve to No, 2; tailstock has No. 2 
taper. Back gears (included) give a wide 
range of 16 speeds. With 234-page “Manual 
of Lathe Operation,” threading gears, thread- 
ing dial, V-belts, pulleys, wrenches, ete. 
Without motor. All models shipped from 
factory in southern Michigan. 


Crialor No. Sed Leth Bel. Canters ‘Stpe. Wi. | Less Moter 
99 PTM 2065F Join “tSin 245 Tbs |$119.00 


Stanearu 
S9PTM2067F 42in,  24in. | 288ibs| 129.00 
99 PTM 2069F 48 in. “Win.” | 270 lhe. 139.00 
99 PTM 207TF St in Soin. | 273 Ths 149.00 


Allltems on This Page Available on 
Priority Orders Only. See Page 32. 


State size wanted. Ship- 


Lathe Accessories 
Comt tion drill ad oo r 7: ice Oo T2 — ' . Ship 5.ineh, 
o) £ pmbination drill! and countersink. Cho f ® 9 PT 2187—Drill Pad. Shir $1.25 inch, 3 


ping weight, 1 Ib. 2 oz. . 


(P) 


Universal Chuck 


jaw eelf-centercing chuck 
hg round of bezagonal 


For cente 


29¢ © 9 PT 2114—Cretch Center. For cen work, All jaws are moved by turning 


t und work for tailatoct 
ering tow wo ar tae oc $1.25 


drilling. Shpg. wt., t tb 


one screw. Fits 14-inch 8-thread spin- 
dle as on lathes on these two pages 


9 PT 2124—Chuck Arbor. For Supplied with tw ts of jaws (insid 
rel No. 2 Morse Taper Centers, Arbors @ facons drill chuct: Shoe wi. Tas75¢ — Supelied with two sets of jaws (Inside 
AFTSMaN Micrometer , $i 2 
@ Madein USA. tohighest stand- 9 PT 2111—80-Degree Center. 75¢  @ IPT 2126—Chuck Arbor. For use 9 PT 2150—Shoe-wt bibs. Itt $22.95 
rane > n — ’ t ? ‘ h unces rat 7 . rs siech or so» ah 
ards of accuracy. 0 to 1 is Shipping weight. 7 ounce Sa eetet te uct or pind ie $1.15 


Graduated by 1/1000 of an inch. ® Ag RAR Se eeiee Mall Wearing $2.25 


Lock nut; adjustable anvil. Deci 


independent Chucks 


Toolmaker hoice for ecisins 
imal equivalents on frame. ¢g oe © 9 PT 2125—Arbor and \4-in. Chuck. $1.50 Face Plates werk. & reversttie duwa;herdeoda 
9 PT 4069—Steg. at.. 8 oz . Sipe. wt. Whe For any lathe with 14-inch, 8-threa and tempered. For 1i%-in. 8-threal 

® 9 PT 2163-—-Work Arbor, Shipping 5c spindle as on the lathes on thes spindic as on lathes on these 2 pages 
Center Gauge weight, 13 omer 9 pages 


For checking lathe centers and 
eetting thread toa 
9 PT 4064-—Shpr. wt. 1 oz. 45€ 
30 . . SEARS, ROEBUCK AND CO. 


9 PT 2161 
No.2 ta No. 1M 
wright, 5 ounces 


Adapter Sleeve. To change from 


oret taper. Shipping 75¢ 


. «SPT 2139—t-inch. Shipping 
9 PT 2097—3%-in. Shoe. wit ids..$1.50 weight. dite ioe SHL95 
9 PT 2098—6in. Shpg. wt,, 3 Ibs $2.19 
9 PT 2087—S)2-in. Shops. wt, 6 Ibs 4.75 


99 PT 02141—Heavy duty. 19 95 


S-inch, Shp. wt., 22 ths 


bd 


' CRAFTSMAN 


Over-all Height 
Over-all Width 


Over-all Length 
Swing Over Bed 
Swing Over Carriage 


Spindle Bearings Timken retler 


Reversible; 

power feed 

Fully cover 
all belts, 


Cross Feed 


Bett Guards 


5: .0024; 


-0035; .005; 


ee {0071} .00387 


4 to 96; R.H. 
or LW. (Std.). 
Also metric .5 


Thread Range 
to 7.0 M.M. 


Speeds 


Motor Recommended 1750 A.P.M. 


Mounting Dimensions Fay ee 


Other dimensions See table on 


Jacobs’ Chucks 


dacobs’ Drill Chuck, When fitted with 
arbor 9P T2324 (Page 30), it may be used 
either in lathe head or tailsteck for holding 

drillbite. Shipping weight, 2 lbs 
GPT 2142—-5/64 to 4-inch $6.00 
9 PT 2143-0 to 4-inch $7.50 
For 


Jacobs' Spindte Nese Chuck. 
holding small work accurately. Hollow 
Capacity %@ to % in. Fits threads on spindle 
or mounts on tailstock with cnuck arbor 
OP T2126 (Page 30). Shp. wt., 4 Ibe 
QPT 2144. $14.50 


Jacobs’ Center Rost Chuck. Use in 
tailetock with 9F°T2126 chuck arbor to 
suppoTt centerless Shipping 


eo nt.3 pounds $10.00 


9P 


armatures 


Te: 28 to 2072 


“% or %-H.P.; 


All Items on This Page 
Available on Priority Orders only. 
See Page 32. 


GUARANTEED ACCURATE WITHIN ONE-THOUSANDTH INCH 


145° 


93 PTM 2073F 


where high s 


cutting lathes. 


accurately 


This great CRAFTSMAN Deluxe lathe is by 
far the finest we have ever sold! 

It has ALL the fine features of our CRAFTS- 
MAN If-speed lathe shown on opposite page— 
PLUS many features often comaidared as special 
equipment to be sold separately. 

The famous TIMKEN tapered roller bear- 
ings assure smooth, fast cutting performance, 
even at high spindle speeds. 
are particularly desirable on production work 
ped counts. 
standard TIMKEN bearings, but are specially 
selected—the same type as used in lorge machine 
tools selling for thousands of dollars! 
they are the finest bearings available for metal 


The reversible power cross feed makes it 
possible to do your facing work much more 
automatically! 


© Super quality! Precision built! Extra hoavy duty construction! 

® Famous TIMKEN topered roller bearings assure finest performance. 
* Reversible automatic power cross feed as standard equipment. 

® Belt guards completely cover headstock and motor drive pulloys. 


lations; 


These bearings 


They aren't just 


We believe 


on the front of the carriage engages the power 
cross feed and causes the cutting tool to feed 
across the face of the work. The hinged belt 
guards completely cover headstock and motor 
drive pulleys, s0 as to meet safety code regu- 
easily 
CRAFTSMAN supplies these guards as stand- 
ard equipment at no extra charge. 
Complete as shown, with complete 
guards, selected TIMKEN bearings, power 
cross feed and all equipment supplied 
CRAFTSMAN lathes on opposite page. With- 
out motor, 
in southern Michigan. 


opened to speeds. 


change 


belt 
on 


All models shipped from factory 


Pulling the knob 


Catalog No. Bes Leth. |Get. Ceoters) Shoe. Wt fa Mater 
99 PTM 2073F) join. | 18in 265 lbs 3145.00 
vs E | Standard RELIG 
89 PTM 2075F) 42 in. 24 in. 270 tbs. 155.00 
§9PTM 2077F) thin. | Win. | Pes ibe | 166.00 
S59 PTM 2079F Si in 36 Tn PT Toe 176.00 


All Items on This Page Available on Priority Only. See Page 32. 


Lathe Dogs 


Hold work firmiy. Heat treated set 


screw. Shipping weight, each, I Ib. 

9 PT 2183-—-State size wanted, 
\4-in ..58e lin... 85 
h-in.. .. 756 thin. . .96e 

Tool Holders 

Steel forgings, carefully finished. For 
Va-inch tool bits. Shanks are N-inch 
high; * sae wide. Shipping weight, 
each, 2 pounds 
(E) 9 PT 2194—Ofect, teft..... $1.45 
(F) 9 PT 2192—Offect. right . 1.46 
(G) 9 PT 2196—Straight...... 1-35 
(H) 9 PT 2198—Threading. . 3.2 
(J) 9 PT 2200—Cut of f 1.95 
(K) 9 PT 2202—Knarling toot. 3.96 


6 Formed Tool Bits 


-inch size. Ground ready to use. 
tool holders at left. Shpg. wt. 3 oz, 
Set includes: 
(L) Threading bit 
P) Left hand facing bit. 
(N) Right hand turning bit 
(M) Round nose turning bit, 
(@) Right hand facing bit. 
(R) Left hand turning bit. 


9 PT 2205—Set of 6............ $1.79 
Tool Post Tool Set 


® Includes 4 boring toola Gig. 4. He. 
%-inch); i4-inch inside threading 
tool; %-inch turning tool; %-inch thread- 
ing tool and set of tool post spacers. 


Shpe. wt... 2 tha, $5.45 


9 PT 2189 


Fir 


Micrometer Carriage Stop 


@ Has adjustable micrometer stop to indi 
cate stopping place for carriage in boring 
or facing to a given depth; cutting off at a 
tiven point; duplicating longitudinal cats; 
and laying out work on a cylindrical sur 
face. Clamps on front of bed way. Shipping 


weight, } pound. 
SPT L1G. co. ens cgseeereves FO 9D 
Reversing Switch 
Drum type. Essential for grinding, 
tapping and all types of fine metal and 
wood finishing. Reversing motor reverses 
direction of rotation of lathe spindle. (Not 
for repulston-induction motors. With cord 
and plug. Shpg. wt., 5 tbs. 
9 PT 2983...... 
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CRAFTSMAN METAL LATHE ACCESSORIES 


Universal Tool 
Post Grinder 


® Spindle turns in pre-loaded 
ball bearings sealed against 
dust, 
A fine all purpose grinder 
for machinists, etc. Grinds 
valves, cutters, pistons, 
bushings, reamers, valve 
Rese and lathe centers. 
Jndercuts mica. Mounts on ~ 
tool pont alide of compound — 
rest. 2 speeds, 6800 and ——) 
10,400 a PS. With motor, 


externe! and internal grind- 


rate topers quickly. 
* Cuts tapers up te 6 in, long 
at one setting. 
Easily installed—simple to 
operate. Makes it unneces- 
sary to move tailstock out 
of alignment to cut tapers. 
Duplicate tapers can be cut 
sccurately on pieces of dif- 
ferent lengths. Internal bor- 
ing work can be done as 
easily ns external work. 


Li 
Lj 


ao Bek wt wy Bins oak Milling Attachment = Mica Undercutter Follower Rest _—-Steadly Rest 
ndin: nici - 
catitag Sawn and ‘themed Designed to fit Sears screw Fastens to back of car- Gives necessary Brass jaws give 
wheel dresser. Universal cutting lathes on pages 30 ringe, Screw feed regu- support for jobs re- rigid support to in- 
motor for 110-120-yolt D.C. and 31. Has graduated swiv- lates height of cutter: quiring a long cut sure aceuracy in 
or A.C, 0 cycles. Shpg. el vise, V-block for holding  carriagefeed moves cut- on small diameters turning, boring and 
wt.: 23 tbe. ’ cylindrical objects Vise ca- ter into commutator Insures accurate threading long. 
99 PT 02 $57.50 pacity, 2%4 in. Vertical feed, slot. For 110-120-volt work. Fastens to slemder pieces in the 
2998.... ° 23 in. Micrometer gradu- D.C. or A.C. 25-60 back of carriage lathe. Clamps to 
ated feed screw. Angular cycles. With motor, dovetail slide—fol bed ways. Capacity 
Taper swivel accurately graduated switch, cord, set of & lows cutting tool up to 2i¢in. With 
in degrees. Shipping weight, undercutting saws. Shipping weight, extra jaws, Sbhpg. 
Attachment 16 pounds. Shpg. wt., 10 tbs. 4 pounds. wt, 7 Ibs 


® Makes it easy fo cut accu- 99 PT 02987...... 917.95 grt 2989...$23.50 srr29se$3.75 9 Pt 2050$5.65 


=~ 


7 sOnss plate ls eraduciad High quality Milling Cutters Holding Collet 

center line. Equivalent to @® Anguiler Type. For ©® Wood - ruff Keywa © 2.4. Cul, R.K- ()) Por threaded- 

taper of 2'%{.5 in. per foot, face milling-or dove- Cutters. Wel Spiral End Mills. bole angular 

Fits CRAFTSMAN 1!2-in. tailing. Use with thread- made; ground. %-in. Used with 9 PT 2094 milling and keyway 

lathes (pages 30-31), Shpg. ed adapters supplied with shank. Shpg. wt., each, and OPT2985, Shp. wt., cuttera, and %4-in. 

wt, 10 fe $17 95 Holding Collet 9 PT 2904 402, Stete size. each, 3 ox. State size. —— Shpg. wt., 
9 PT 2984 ifs a Shpc. wt., each, 3 oz. Sina TIRE SS eg SEES 3 Ihe. 

9 PT 2995 —Stete size. in | ia.” [T2996 in | te arin | 9 Pt 2994$6,95 

Tha inn), ”% “% $3.35 % | % |$2.10 2 a at 

Serer eeme: (pm eet OL nies S| "888 Ge | Be [528] BET 20884 baw 

are available only on a 1. mo | 4-45 ey | 8 | 3-8 Mie, %, Keto, end 

a | He | & [8498] | 1m | ge | aes fe | fe | 278 | Btu Manis’ 
Priority. See below. 1 Ms | fe | 6.75 1% 5.45 4 | Me | 2.95 ping wt.,402,91.35 


4 


PRIORITY INFORMATION . . . WHO CAN BUY AND HOW 


Some CRAFTSMAN and DUNLAP power tools and acces- 
sories listed in this catalog are sold only on Priority or 
Preference Ratings. All such items are clearly marked in 
this catalog. 


Those CRAFTSMAN and DUNLAP power tools and 
accessories which require priorities may be ordered under 
any valid Preference Rating Certificate or Certification, 
such as PD-IA, PD-3A or P-I9H, etc. They may not be 
ordered on the P-I00 Repair, Maintenance and Operating 
Supplies Order. 


How to get Priority assistance 
If you are a prime contractor or a sub-contractor for the 
Army, Navy, Coast Guard or other Government agency, 
apply to the contracting officer of that agency for priority 
assistance to purchase the machines, equipment or mate- 
rials required. 


If you are not in the above group, but are directly or in- 
directly connected with the war program or any essential 
civilian industry or enterprise, priority assistance may be 
obtained by submitting a PD-1A Application For Prefer- 
ence Rating to the Director of Industry Operations, War 
Production Board, Washington, D.C. The PD-1A Applica- 
tion Forms or additional information may be obtained 


| from your local War Production Board Office. 
32 . . SEARS, ROEBUCK AND CO. 


When you secure your application form for the purchase 
of merchandise requiring a Priority or Preference Rating 


fill 


your order: 


1, 


to 


4, 


Information required on orders 


it out completely giving the following information on 


Preference rating and certification as shown on pre- 
ference rating certificate or order which authorizes the 
purchase of machines, equipment or materials. 


Purchaser’s symbols and allocation classification sym- 
bols commonly called “End Use” as required by Pri- 
orities Regulation No. 10. 


Required delivery date. This should be the actual date 
the material is required by the purchaser. Purchase 
orders authorized by PD-1A and PD-3A Certificates 
must show the same required delivery date as indicated 
on the certificate. IMPORTANT: Orders which in- 
dicate required delivery “at once, immediately, two 
weeks, etc.” are not acceptable. 


Urgency standing, if any. Urgency standing is assigned 
to certain prime and sub-contractors. The urgency 
standing, if any, is indicated on the PD-3A Certificate 
or P-19H Preference Order authorizing the purchase of 
the machine. If no urgency standing has been assigned, 
show “none” on your purchase order. 


DUNLAP 44-inch Utility Drill 


® Approved by Underwriters’ Laboratories. 


© Powerful, specially designed universal 
motor. Accurately balanced. 


® Double reduction helical gears. 


$15.95 0; 


Packs plenty of power. Has features found in drills selling 
for $20.00 and more. Streamlined, efficient, modern de- 
sign. Powerful motor, plus the ability to work in close 
places, makes this drill tremendously popular with all 
types of mechanics and shop men. 

Accurately balanced motor assures smooth, vibration- 
less operation for more accurate work. Fully enclosed. 
Oversize ball thrust bearing takes heavy spindle thrust. 
Self-lubricating bronze bearings for smooth operation 
and long life. Turbine-type fan keeps motor cool even 
after continuous use. Trigger switch. 44-in. 3-jaw chuck 
with hardened jaws. No load speed, 1200 R.P.M, Tor 
110-120 volt A.C. or D.C. 6-ft. 3-wire cord, with plug. 
8 PT 2667—Shipping weight, 7 pounds.,..... re .$15.95 
9 PT 2588—Above drill with 7 high speed steel drills (Ve to 
t4-inch), mandrel, two 4-inch buffing wheels, buffing compound, 


44-inch eanding drum assembly with 4 extra sleeves, 2 mounted, 
grinding points. Shipping weight, 7 pounds 12 ounces .$18.95 


Grinding Arbor for electric drills 


i4-in. shank fita any of our electric drilla. Has '44-in 
24-thread spindle for attaching grinding wheela Not 
recommended for use with wheels larger than 4 inches 
Be sure to use grinding gozgler (page 27). 

9 PT 2593-—Shipping weight, 6 ounces......- 49c 


DUNLAP AUTOMATIC 


UP OWN TRADE MAaK 


POWER HACK SAW 


All items on 
this page are 


available only 
on Priority. 
See page 32 
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CRAFTSMAN extra heavy duty Production Drill 


® Famous Westinghouse heevy duty Universal ball bearing motor. $5395 
Yin 


® Spindles run on precision ball bearings sealed in oil. 
® Special alloy triple reduction gears improve with use. 

We guarantee this CRAFTSMAN drill not to stall on any job even when used 
with the largest size drill specified below. Meets exacting A.L.E.E. and N.B.M_A. 
standards. Has genuine Jacobs’ key chuck. Underwriters approved, fully en- 
closed double-pole automatic-releasing switch; locks in place for continuous 
running. Top handle and rear grip removable for close-quarter work. For 110- 
120 volt A.C. or D.C. 10-ft. 3-wire rubber cord with plug. 


Catalog No, | Max Size Drill | Naoad Speed | ___Length ew 
99 PT 02585 ein. SOR PM 18% in 27 tbs. 
$9 PT 02586 Sin | 525 R.PM 18% in. 30 Lia, 
99 PT 02587 in | 47S RPM 19 in $1 ibs. 


® Large, powerful heavy duty Universal 


CRAFTSMAN 34-in. Shop Drill 
ball bearing motor. 


® Genuine Jacobs’ key chuck. $3995 


Special shop drill that is light in weight but powerful 
and efficient. A great favorite where ease in handling 
is an important consideration. One of the finest drills 
in its class. Will not stall when used with maximum 
size drill specified in table below. Heat treated special 
alloy steel gears actually improve with use. Armature 
and chuck spindles run on precision ball bearings; 
sealed in oil for life against dirt and grit. Fully enclosed, 
Underwriters approved trigger switch; may be locked © 
for continuous operation, For 110-120-volt A.C. or D.C, 77 
12-foot 3-wire safety covered cord with plug. 


Catalog =| Max. Size | No Load Length, | Shpz- Pri 

Number | Drill __ Speed _inches t ee 
9 PT 2574 “4 in. 1800 RPM 12 7 Ibe $33.98 
PT 2582| % in 1000 K.P. M 14 10 ibs. 46.95 


Heavy duty—built for steady service 


== ® Maximum capacity, 4x4-in. at 90°. 
a m ® Makes angle cuts 90° to 45°. 
i SPECIFICATIONS ~— ® Cuts iron, steel, plastics, ete. 
® Ovorsize bronze bearings for 
smooth operation and long life. 
This sensational work saver now more 
valuable than ever! Reduces operat- 
ing costs—speeds up production—re- 
lieves valuable help of tedious work! 
Fully automatic in action. Set the 
work in place—turn a switch—the 


; 
2 l | saw makes the cut while the operator 
iJ 


Over-all Height Ove in. 


| 1 
Over-all Width | 
Over-all Length | 20% in. 
Capacity at 50* | 4x4 In, 


Speed 
(medium steel 435 R.P.M. 


' 
ny Strokes per minute) 60 3.P.M. 
| |kangth of Stroke 
Motor 
Recommended 
Machine Pulley 
(Supplied) 
Motor Pultey 
(Not Supplied) 
Mounting 
Dimensions 


does other work. 

Draw cut type. Automatic reliev- 
ing mechanism lifte blade from work 
on the back stroke, thus increasing 
life of blade. Quick-locking vise holds 
work firmly. Takes any standard 
power hack saw blade; one blade in- 
cluded. Shpg. wt., 80 lbs, 

99 PIM 2294. 2. cccsccccvsceees $33.95 


9 PT 6582—Extra CRAFTSMAN 


\ 
ee a 
12x5¢-in. blades for above saw. 14 or 


For Sears Easy Terms 18 teeth to the inch. Stete choice, 
See Inside Front Cover Shpg. wt., loz. Each.......... 69% 
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544x19% in. 


